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FLIONT COMPARTMENT LINING AND INSULATION - MAINTENANCE PRACTICES 


— P nt rr inizio AI A e AS APP 


l« Qnero] 


A. Maintenance of flight compartmónt lining and insulation consists of 
removal, installation, and minor rapairs by patching of affected sections, 
nen lining or blanket sections are damaged excessively, the section 
should te replaced with e nev section. Minor repairs can bo made 
normally without removing the section from its location. 


2, Tovis and Equipment Required 


NOTE: Equivalent substitutes may be used instead of the following listed 
items, 
Item Rane Hunter Manufacturer Use 
À Adhesive H-145 Stabond Corp. Cementing vapor 
Gardena, barriere end 
Calif. seals 
B Denatured Comme r= Cleaning areas to 
alcohol cistly be cemented 
available 
e Blanket 85704200 Douglas Repair and patch 
material Aircraft blanket 
Co., Ino. 
D Lining ABS plas- Douglas Repair and patch 
material tic sheet Aircraft lining 
Co., inc, 
E Adhesive EC-870 Minnesota Repair blankets 
Mining & Mfg. 
CO., 
Los Angeles, 
California 
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3. Ramoval/Inetallation Lining and Rlanket Sections (Typical) 
A. Fomove Lining and Blanket Section 
(1) Romove only necessary equipment to goin access to affected area, 
(2) Remove attaching screws from lining, 
(3) Remove lining, 
(4) Remove plastic retaining discs from blanket section, 
(5) Break seal at blanket flaps, Remove blanket section, 
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B. Install Lining and Blanket Section 


(1) Engure aras ia clean where blanket section is to be installed, by 
using denatured alcohol to cloan surface, as necessary, 


(2) Apply g- inch spots of adhesive (H-145) or equivalent, approximately 
10 to lh inches From centers to outer surface of between frame blanket, 


(3) Hold blanket in place and inetall plastic retaining discs. 
(4) Press blanket in place with light hand pressure, 


' "(5) Cement over frame blanket flaps, as applicable, to adjacent blanket 
section with adhesive (H-145). 


(6) Hoid lining section in plece and install attaching screws, 
(7) Install removed equipment. 


u. Approved Minor Repeirs (Lining and Manket) 
A. Repair Lining 


(i) Clean area surrounding damege with denatured alcohol. 


(2) Cement a piece of lining material (ABS plastic sheet) over hole or 
crack with adhesive (EC-870). 


B. Repair Blanket 


(1) clean area surrounding damage with denatured alcohol. 


(2) Cement a piece of blanket material (85704200) over hole or tear with 
adhesive (1-155). 
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CAPTAING BRIEFCASE RTCHAOE FLOOR PANEL - MAINTENANCE PRACTICES 


1. Tools and Equipment Required 


a 


A A AA a d 


Item Hama Munber Fanufaaturer Une 


A Cleaning MIBK Cleaning mating 
Solvent S aurfeces of floor 
panel and panel 
gupport 
B Bealing 28-00-0046 sealing briofoano 
compound atowage floor panot 


and panel support. 


2. Removal/Installation « Captains Briefcase Stowage Floor Pane), 


Aw Remove Floor Panel 


^ 


(1) Loosen and remove bolts securing floor panel to panel support. 
(2) Break seal and remove floor panel. 

D. Install Floor Panel . 
(1) Clean mating surfaces of the briefcase floor panel and pane) support, 
(2) Apply a layer of sealing compound to the panel support bearing surface, 
(5) Place briefcase floor panel into position on panel support. 


NOTE: Make certain a satisfactory sen) is obtained between the floor 
panel and the panel support. 


(b) Install and tighten bolts holding floor panel in place. 


25=10-2 
CODE 1 
Aug 1/68 EAL - Page 201 


fined in U.S ^. 


` : W E Ts 
E vs nfsc wf Palagiano AS "enen 0. Ai” Moo ai IU o mc a 
a K d Ñ r Kéi È ie. DA È A D i È, wv. D i X — 22 m U ma " Gei 
TE É ` 5 nie S iii TU et 


DOUGLAS AIRCRAST CO. 


MJ INTV GEIRG 


MAINTENANCE MANUAL 


CAPTAIN 
COH SLES 


STOWAGE 
1115 
PANEL 
sto: AGE 
viv A 
HA2-5959 
Pilot'a Console Briefcase Stowage Floor Panel «- 
25-10.2 Removal/Installation 
CODE 1 Figure 201 
Page 802 - EAL Aug 1/68 


amasa amit 


ft oyy 
AA eget” 
Kaff d 


amm LE rM Lies, , mI a ck tM T d 3 e „. 
ER Thee Whi NE BEI TO URP AA IE! o ERR IAE CDL r: 


DOUDLAS AMERAFN GO., INC. 


BEG Sr ZE 


MAIHISHANCE MANUAL 


CAPTAIN'S AND FIRST OFFICER'S SEATS = MAINTENANCE PRACTICES 


1. gabel 


A, Removal, Installation, adjustment, and luorication procedures for the 
captaln'a and first officer's seate are identical. 


L4 


2. Toolé and Equipment Required 
NOPE: Equivalent substitutes may be uced instead of the following listed 


itama, 
Item Name Huniber Manufacturer Use 
A General MIL-L-7870 Commercially lubricating seat 
purpose oil available Eochanisu 
B Solid fílm Lubribond Electrofila, lubricating seat 
lubricant À Incorporated tracks 
North 
Rollywood, . 
Calif, S 
e Cleaning 2-660 Comereielly Cleaning areas to 
solvent available te lubricated 


3. Removal/Instellation Captain's and First Officer's Beato (See Figure 201). 


A, Remove Seat 
(1) Remove any equipment obstructing removal of the scat, 


{2) Remove bolts from each seat track stop, located at aft end of lower seat 
tracks. 


t 
(3) Lift fore · and - aft control to release loekpins and move gest aft until 
; free of tracks, 


(h) Remove seat, 
B, Inetall Seat 


(1) Clean seat rollers and pins; of] lightly with general purpose oil 
(MIL-1.»'7870) aná wipe off excess oil. 
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(2) Clean seat tracka and lubricate lightly with solid film lubricant 
(Lubritond A). 


(3) Wold peat in position and align seat track rollora with tracks. ` 
(t) Idft fora-andeaft control to keep lockplas ratracted, 
(5) Bildo seat forwarà on tracks, . 


(6) Install seat stops at eft and of lower tracks and tighten soat track 
stop holts, 


4, Adjuotmant/Test Captain'a and Firat Officer's Seats (See Figure 201), 


A, Adjust Seat Track Rollers 

(1) Remove lock tab retaining screw fron roller assembly to be adjusted, 
(2) Remove lock tab, 

(3) Loosen cam retaining nut, 


(4) Move seat forward and aft, tightening hex-head adjustment until seat 
stops moving, then Loosen adjustment until sent rolla freoly. l) 


(5) Instell lock tab. If tab retaining serew hole doas not align after 
engaging hex, turn tab over and install, 


(6) Install lock tab retaining screw. 


(T) Tighten cam retaining nut. 


| 5, Lubrication - Captain and First Officer Seats (See Chapter 12). 
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FLIOHT ENGINEER'S AND OBSERVER'S S8rATB - MAINTENANCE PRACTICES 


engral 


A, Rezova)/instellation proosdyres for flight engineer's and obasrver's seats 
are identical, 


B, feet tracks, rollers, and pina nre to be cleaned and lubricated prior to 
installing saat assembly in sent tratke, 


D 


2. Tools and Equipment Required 


NOTE: Equivalent substitutes may be used instead of the following listed 


itens, 
Item , Name Runder Manufacturer Use 
A General pure — MIL-L-TOTO Commercially Lubricating sent 
pose oil Available machanigm. ` 
D Bolid film Lubribond Electrofilm, Lubricating seat 
lubrícant A Inca, North tracks 
Holiysood, 
Calif. 
e Cleaning PD-680 Commercially Cleaning areas to 
solvent avaílable be lubricatod 


3. Remova)/instollation Flight Engineer's and Observer's Seats 
A. Remove Banta l 


{1} Loosen screws that attach two front guide clips to forward holdowm 
bracketg, 


(2) Raise lateral control lever and hold in up position, 
(3) Push seat aft until holdown brackets touch aft edge of seat track, 


(4) Lift seat out of seat trecks and remove, 
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PB, Inateli Beata 


(1) Clean seat rollers and pina, 051 lightly with general purpose oil 
(MIL-L-7010) and wipe off excess oil, 


. (2) Clean eent tracks and lubricate lightly with solid film lubricant 
(Lubribona A). 


+ 


(3) Place rear hoidown brackets in aft groove of aft seat track. 


th) Lower forward holdown brackets into aft groove of forward seat braok 
ensuring guide clips slip into forwará groove of forward seat track, 


(5) Tighten guide clip serens. 


| 4. Jubrication - Flight Engineer and Observer Seats (See Chapter 12). 
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i HAVIGATOR'S SEAT - MAINTENANCE PRACTICES 
1. General 


A. Beat tracko, rollers, and pino. are bo be cleaned and lubricated prior to 
installing seat assembly in seat tracks. 


* 


2. Tools and Equipment Required 
y 
MOTE: Equivalent substitutes may bo used instead of the following listed 


+ 


iteng. 
Item Nare Number Manufacturer Use 
A General ` MIL-L-7870 Commercially Iubricating 
purpose oil availeble agat mechanism 
B Solid film Iubri- Electrofilm, Lubricating 
Lubricant bond A Inc., Horth seat tracka 
Hollywood, 
Calif. 
e Cleaníng PD-680 Commercially Cleaning areas 
solvent available to be lubricated 


3. Removal/Instsilation Navigator's Seats 


A, Remove Navigator's Seats 


(1) Loasen screws that attach two front guide clips to forward holdon 
brackets, 


(2) Reise lateral control lever and hold in up posáítiun, 
(3) Push seat aft until holdown breckets touch aft edge of seat track, 
(4) Lift seat out of seet tracks and remove, 


B. Instell Navigator's Seats 


(1) Clean seat rollers and pins, oil lightly with general purpose oii 
(MIL-L-7870) and wipe off excess oil. 


(2) ‘Clean seat tracks and lubricate lightly with solid siim lubricant 
(Lubribond A). 


(3) Place rear holddown brackets in aft groove of aft seat track, 
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(4) Lower forward holdown brackets into aft groove of forward seat track 
eneuring guide clips alip into forward groove of forward esat track, 


(5) Tighten guida clip screws. 


| 4. Iubrication - Navigator Seat (8ee Chapter 12). 
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FLIQHT COMPARGMENT BUPPLEMENTAL SEAT - MAINTENANCE PRACTICES 


4. General 


A, Sant tracke, rollers, and ping are to be cleaned and lubricated prior to 


installing sent asaeubly in gent tracka, 


2, Pools and Equipment Required 


NOTE: Equivalent substitutes may be used instead of the following listed 


items, 


E 


Item Name Humber Manufacturer Use 
A General MIL-L~78/0 Commercially Lubricating 
purpose oil avallable sent machanian 
B Solid film Lubribond Electrofíln, Lubricating seat 
lubricant A Inc», North tracks 
Hollywood, 
Calif. 
C Cieaning Ph-680 Cosmeroisily Cleaning areas 
solvent available to be lubricated 


3. Removal/Installation » Suppleiental Seat 


A, Remove supplemental seat 


(1) Lock seat in upright position, and remove bolts at base of sach leg 


which close locking lugs around seat track edges, 


(2) Remove seat and replace bolts in ceat legs. 


NOTE; Bolts must be inserted with heads towards the seat front to 
alloy seat to fold flat. 


B. Install supplenantal seat 


{1} Open seat legs until diagonal seat brace locks in place and place seat 


in an uprígnt position, 


(2) Remove bolts at base of each leg. 
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(3) Position sent racing forward with front legs on aft track of the 
Observer's seat and rear legs on aft track of the Navigator's seat, 
Seat should bo located as far to the left of the flight compartment as 
ponsiblo, 


(u) Bacure seat in seat tracks, 
, (a) Insert pins at base of each leg into holes on top of tracks. 
(b) Close locking lugs on base of each leg around track edges. 


(e) Insert bolts through legs to secure luge around tracks, being certain 
bolt heads are toward the seat front. Tighten nuts on bolts, 


NOTE: When not in use, seat may be folded flat by unlocking diagonal 
seat brace and pushing seat forward, 
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FLIGI{E COMPARTHENT COURIER SEAT + MAINTENANCE PRACTICES 


1. General 


A, Seat attachments, hinges, and pino are to be cleaned and lubricated before 
inntaiiing sent assembly on seat attach fittings. 


è, Toole and Equipmant Required : 
NOTE: Equivalent substitutes may be uecd instead of the following listed 


` 


E items * 
Iten Name Humber Manufacturer Use 
A General HIL-L-7870 Commervially Tubricating sent 
purpose oil available mechanism 
B Solid film Lubribond Electrofilm, Lubricating seat 
lubricant A Trio,, North attach fittings 
Hollywood, and tracks 
Calif. 
c Cleaning 5.680 Comuercially Cheaning areas 
dolvent available to be lubricated 


3. Removal/Installation a Courier Seat 


A. Remove courier sent 


(1) Unlock camloc studs under aft seat cushion waich attach courier seat 
to aft partition ledge. 


(2) Remove hinge pin from piano hinge which joins seat forward armrest to 
forward lavatory wall. 


(3) Remove seat, 
B, Install courier seat 


(1) Position and secure courier seat facing inboard to the forward and aft 
partitions. ` 


{a) Locate courier seat, facing inboard, between the fore and eft 
partitions. 


(b). Join tha two halves of the piano hinge on the forward armrest and 
forward partition, and secure hinge halves with hinge pin, 
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(c) Unanap and lift oft sent cushion to attach the two camloc studs in 
tha bottom of the seat into camloc receptacles in aft partition 
ledge, 

(2) Sgoure courier seat against forward partition when neat is not used. 
la) Unlock comlocs which secure seat to aft partition ledge. 

(d) Fold seat up against forward partition. 


(c) Lock camloc stud in armrest to receptacle in forward partition, 
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FLIGHT COMPARTMENT COURILR SEAT - MAINTENANCE PRACTICES 


1, denersl 


A, Beat attachments und floor fittings are to be cleaned before inatelling 
sent assembly, 


P. Adjustment or inspsetion/eheck of seat breekover feature should be checked 
before seat installation, 
2, Removal/Installation-Courier Seat 
A, Remove Courier Seat 


(1) Remove attachment bolts and washers from base legs. Retain hardware 
for sent installation. 


(2) Remove seat, 
B, Install Courier Seat 
(1) Clean compartment area and floor fittings before seat installation, 
(2) Install and align courier seat with floor fittings, Seat faces inboard. 
(5) Install attachment bolts in seat base legs, and tighten bolts, 
(u) If necessary, seat may be retained in a folded or full breakover 
position, 
5. Repair 
A. In the event that the breakover mechanism fails to operate within its 
presoribed limits, the following areas should be checked for excessive 
wear or malfunction, 
(1) Cheek breakover bushing for wear. 
(2) Check for loose or bent guide bolt 


(5) Check for bent or loose hydrolok fitting. 
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SYSTEMS EXGINEER'S SEAT - MAINTENANCE PRACTICES 


A, ganera i 1 


A, Seat tracks, rollers, and pins are to be cleaned and lubricated prior to 
installing seat assembly in seat tracks. 


2, Tools and Equipment Required 


NOTE: Equivalent substitutes may be used instead of the following listed 


items, 
Item ame Number Manufacturer Use 
A General pur» MIL-L-7970 Commercialiy Lubrícating seat 
pose oil s available mechanism 
B Solid film Lubribond Electrofílm, Lubricating seat 
lubricent A Inc., North tracks 
Hollywood, 
Calif. 
e Cleaning PD-680 Commercially Cleaning areas to 
solvent available be lubricated 


e 


3. Rewoval/Installation Systems Engineer's Seat 
A. Remove Seats 


. (1) Loosen screws that attach two front guide clips to forward holddown 
brackets. 


(2) Raise lateral control lever and hold in up position, 
(3) Push seat aft until hoiddown brackets touch aft edge of seat track, 
(4) Lift seat out of seat tracks and remove. 

B, Install Gesta 


(1) Clean seat rollers and pins, oil lightly with general purpose oil 
(MIL-1,07870) and wipe off excess oil. 


(2) Clean seat tracks and lubricate lightly with solid film lubricant 
(Lubribond A), 
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(5) Place rear holddown brackets in aft groove of aft sent track. 


(L) Lower forward holddown brackets into aft groove of forward uoat track 
enduring guide clips slip into forwarü groove of forward aout track, 


(5) Tighten guide clip screws, 


bh, Lubrication - Systems Engineer Seat (See Chapter 12,) 
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ABWPRAYS - MAINTENANCE PRACTICES 


1. Reroval/Inotallation - Asntray 
A. Remove Ashtray 

(1) Tilt ashtray to open position, 

(2) Lift ashtray to disengage botton hinge and remove. 
3. Inotoll Ashtray 


NOTE? Before installing ashtray, check condition of spring and ensure- 
housing serewa have not backed out. 


(1) Engage housing spring under ashtray spring catch (sce Figure 201). 


CAUTION: IP THIS STEP IS NOT PERFORMED CORRECTLY, THE ASHTRAY WILL BE 
LOOSE AND WILL EVENTUALLY FALL TO THE FLOOR, 


(2) Lift ashtray slightly with spring engaged bottom hinge brackets. 
(5) Push ashtray until completely inserted in housing. 1 


NOTE: If the ashtray is installed correctly it should be snug in its 
housing, A loose or wobbly ashtray denotes that the spring is 
not engaged, 
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1, Genera 


A. The lumbar pillow is located on the captain and firat officer seats, 
between the coat dick cover and sent back. The lumbar pillov is inflated 
bed & squaeze bulb and valve assembly located on the lower outboard side of 
the seat. 


B. Removal and installation procedures are identical for all lumbar pillows, 


2, Removal/Inatallation - Lumbar Piliows 
A. Remove Lumbar Pillow 

(1) Remove seat back covering. 
(2) Detach lumbar pillow from seat back. 
(3) Unscrew squeeze bulb from valve body. 
(3) Loosen bracket mounting screws, 
(5) Rewove wood spacer. 
(6) Slide valve body toward seat into slot in bracket. 
(7) Pull valve forward and turn 90 degrees clockwise, 
(8) Slide valve aft and clear of bracket. 
(9) Remove valve from hose. 


NOTE: Before pillow is removed note hose routing under seat to 
facilitate installation. 


(10) Remove pillow. 
B, Install Lumbar Pillow 
(1) Position lumbar pillow on seat back. 


(2) Route inflation hose under seat through hose guard on lower outboard 
side of seat. 


(3) Install valve to hose end. 


(4) Insert valve into bracket, 
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Rotate valve so valve stem slides into bracket slot. 
Slide valve toward outboard side of bracket. 

Insert wood spacer. 

Tighten bracket mount sereva. 

Install squesze bulb to end of valve, 

Attach Aunbar pillow to seat back cushion, 

Install seat back covering. 
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PILOTS! CHART HOLDER » DESCRIPTION AND OPERATION 


. 1, Description 


A. In the D- 9-30 a folding chart holder is located under the captain's 
flight compartment Clearview window, A spring clip in the lining recono 
holdé the chart holder when not in use, Tho holder is preloaded by two 
friction blocks to prevent interference with noseshesel steering, and 
provides adjustrent of position for optimum lighting. 


B. In the DC-8F-50 the captain's chart holder is attached to the flight cone 
trol wheel, It is located where it will not interfere with flight con- 
trol wheel movement or pilot's vision, A spring clip on the front of the 
holder retains the charts when ín use, The holder is attached to the 
wheel with a clip and is essi'.y removable. 
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PILOTS! CHART HOLDER - MAINTENANCE PRACTICES 


1. Adjustzent/Iest » Chart Holder 
A, Adjust Chart Holder 


(1) With tha holder folded, adjust the upper clamp block until a force of 


2 (11/2) pounds, applied to the extreme end of the holder, la required 
do rotate the holder. 


(2) With the holder unfolded, adjust the lower block until a force of 
2 (11/2) pounds, applied to the extreme ond of the holder, is required 
Vo votato the lower half of the holder with the upper half fixed, 


(3) Adjuet the position of the spring clip so that a force of 3 (11/2) 
pounds, applied at the extreme end of the folded holder, is required to 
move the holder inboard, out of engagement with the spring clip. 


HOTE: If tho above forces cannot be reached, replace the clamp blocks, 
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Description 


A, Tie rasconger compartmont is the cabin area between the flight compart = 


Jan 1/67 


a 


B. 


D. 


mont and the eft pressure bulkhead, The passenger compartment 18 designed 
to accommodate both firet-olass and tourlat-class passengers, 


Passenger and crew accommodations include passenger seate, stowage racks, 
zoatroome, galleys, lavatories, tables, utility trays, ashtraya, safety 
volta, window shades, stowage compartuenta, cabin attendonte! sento, 
cabin attendants' operating atatione, baby erib holders and ntowage 
provisions, and cabin attendants! flashlight holders, 


Pascenger utilities are installed in the stowage rack for each passenger 
seat and include cold air outlets, reading lights, oxygen outlets and 


mask stowage, and a passenger attendant call switch with integral light, 


For soundproofing and insulation purposes, the possenger compartment is 
dined with fiberglas blankets, The interior of the compartment is covered 
with panels that are removable to facilitate inspection and repairs, 
Compartment panele, adjacent to passenger seate, ara ducted to provide 


radiant heating for passengar comfort and a continuous flow of air to the 
cabin area. 
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PASSENGER COMPARTMENT - DESCRIPTION AND OPERATION 


1. Senerel 


As The passenger compartaent la tho cabin area between tho flight compartaent 
and tho aft pressure bulkhead, The compartment is designed to accommodate 
firat-class passengers, tourist-olass passengers, cargo, or any combination 
of paeüeéngers and cargo, Provisions in the fuselage permit the attachment 
of olaca dividar and passenger/cargo divider partitions. 


» 


B. The clase divider partition consista of three sections in the DC-3/8F-501 
a header, a left and a right panel, A door is attached to the right panel, 
The passenger/cargo divider partition ronsists of an upper and lower hori- 
zontal beam, left, right, and center panels, and a sliding door in the left 
panel. i A 


C, Passonger aná crew accommodations include passenger seats, stowage racks, 
coatroome, galleys, lavatories, tables, utility trays, anhtrays, safety 
beits, window shades and curtains, stowage compartments, cabin attendant 
Agats, cabin attendants operating stations, baby crib holders, movable 
partitions, cabin attendants flashlight holders, and a forward lounge area. 
Passenger utilities are installed in the overhead stowage racks and include 
cold air outlet, reading lights, oxygen outlets, mask stowage, and an 
attendants call awitch with integral light on the DC-8-60. On the 
D7-8/8F-S0 the passenger utilities are installed in the backs of the passen- 
gor seats and include cold air outlet, attendants call switch, utility troy 
light, and utility tray. The reading lights are mounted on the sidewall, 


D, In the psosenger/cargo configuration the forward lavatory and galley areas, 
lounge, and passenger seats are removed and raplaced with a crew galley and 
lavatory and a cargo restraint barrier. The passonger/corgo divider parti» 
tion is placed between the passengers and the cargo, 

E. For soundproofing and insulation purposes, the passenger compartment is 
lined with fiberglas blankets. The interior of the compartment is covered 
with sidewall panels that ere removable to facilitate inspection and 
repairs. Compartment panels, adjacent to passenger seats, are ducted to 
provide radiant heating for passenger comfort and a continuous flow of air 
to the cabin arca. 
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PASSENOF3 COMPARTMENT » DESCRIPTION AND OPERATION 


Danoription 


The passenger compartment 10 the cabin arca betuoon the flight compartment 
and the aft progeuro bulkheads me paosonger compartment is designed to 
accommdate both first-claas and tourlateclasa passengers or all-tourist- 
Glass passengers, 


passenger and crew accommodations include passenger senta, steuage racks j 
eoatrooms, galleya, lovatorien, tables, utility traya, ashtrays, safety 


.belts, window shades, stowage compartments, cabin attendante! acata, cabin 


attendants’ operating stations, baby crib holders and stowage provisions, 
cabin attendants" flashlight holders, and a class divider partition. ‘The 
passenger seats, coatrooma, galleys, lavatories, stowage compartmente „ and 
Glogs divider partition are removable to accommodate various passenger 
acating arrangements. 


Passenger utilities are installed in the stowage rack for each passenger 
seat and include cold air outlets, reading lights, oxygen outlets anà mask 
etowege, and e passenger attendant call switch with integral light, 


For soundproof ing and insulation purposes, the passenger compartment is 

lined with fiberglas blankets. The interior of the compartment is covered 
with panels that aro renovable to facilitate inspection end repairs, Come 
partnent panels, adjacent to passenger seats, are ducted to provide radiant 


heating for passenger confort and a continuous flow of sir to the cabin 
area. 
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PASSENOER COMPARTMENT - DESCRIPTION AND OPERATION 


1, Genera) 


A. The passenger compartment is the nebin area betweon the flight compartmont 
aná the aft pressure bulkhead. The compartment is designed to accommodate 
firet-class pansengers, tourist-clase passengers, cargo, or any combination 
of passengers and cergo, Provisions ín the fusalago permit the attachment 
of a psesonger/onrgo divider partition, 


B, Pasvenger and crew accommodations include passenger seats, overhead atowage 
raoks, ocatrooms, galleys, levatories, tables, utility trays, ash trays, 
safety bolts, window shades, stowage compartments, cabin attendant seats, 
cabin attendents! operating stationa with flashlight holders, baby orib 
holders, and movable partitione, Passenger utilities aro installed in the 
overhead stowage racke and include cold air outlets, reading lights, oxygen 
outlets, oxygen mask stowage, and an attendants call switch with an inte» 
gral light. 


C. In the pessengerfcargo configuration the forward lavatory and galley areas, 
lounge, passenger Beats, and some emergency equipuent are removed and 
replaced with a crew galley, unitized lavatory, end a cargo yeatraint bar- 
rier, The pssuenger/enrgo divider partition is placed between the passen- 
gers and the cargo. 


D, For soundproofing and insulation purposes, the passenger compartment is 
lined with fiberglas blankets. The interior of the compartment is-coyered 
with sidewall panels that are removable to facilitate inspection and 
repairs. Sidewell panels, adjacent to passenger seats, ere ducted to pro- 
vide radiant heating for passenger comfort and a continuous flow of eir to 
the cabin area, 
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PASBENGER COMPARTUENT - DESCRIPTION AND OPERATION 


1. Lee 


A. 


B. 


e, 


Tho pansenger OOapBPtuent ig the cabin area betueen tho flight compartment 

and the aft pressure bulkhead. “he compartment is designed to aoconzodnte 

first-cleap papsengors, tourist-olans phosengere, cargo, or ony combination 
of passengers and cargo, Provisions in the fuaelage permit the attachment 

of Glass divider and pyasengerfoargo divider partitions. 


Pessengor and crew accommodations include passenger seats, overhead stowage 
racks, coatrooms, galleys, lavatories, tables, utility traya, ash trays, 
safety belts, Window shadea, stowage compartmonts, cabin attendent senta, 
cabin attendants! operating stations with flashlight holders, baby orib 
holders, and movable partitions, Passenger utilities are installed in the 
overhead stowage racks and include cold oir outlets, reading lighte, oxygen 
ete ae mask stowage, end an attendants coll switch with en inte- 
grel light, 


In the passenger/oargo configuration the forvard lavatory end gelláy areas, 
lounge, passenger seate, and some emergency equipment are removed und 
replaced with a crew galley, unitized lavatory, and a cargo restreint bare 
vier. The pessenger/cargo divider partition ig placed between the pessen- 
gers and the cargo. : 
For soundproofing and insulation purposes, tho phasengér compartment 18 
lined with fiberglas blankets. The interior of the compartmont is covered 
with sidewall panels that are removable to facilitate inspeation and 
repairs. Bidewall panels, adjacent to passenger aenta, are ducted to pro- 
vide radiant heating for passenger comfort end a continuous flow of air to 
the cabin area. 


Jul 15/69 Page X 


A E E AST di a d 
met * „ La 
„ th E wi 40 z x 
E B “ > 


l, 


A, 


B. 


e. 


CODE 6 
Oct 15/69 


deneral 


DOUGLAS AIRCRAFT CO. 


HGB GATY SEIS 
MAINTENANCE MANUAL 


PASSENGER COMPARTHENT - DESCRIPTION AND OPERATION 


The passenger compartment ie the cabin oren between the flight compartment 
and tha aft pressure bulkhead. The compartment 18 designed to accommodate 
pansengers, cargo, or combination of both. 


Passenger and crew accommodations include passenger basto, overhead 
storage racke, utility trays, ashtraya, safety belts, window shades, cabin 
attendant seats, cabin operating stations, Passenger ubilities provisions 
are installed in the overhead storage racke and include gold air outlets, 


reoding lights, oxygen outlets, oxygen mask stowage, and on attendants 
call switch with an integral light. : 


For soundproofing and insulation purposes, the passenger compartment is 

lined with fiberglass blankets. The interior of the compartment 16 covered 
with sidewalk) panels that are removable to facilitate inspection and repairs, 
Sidewall panels, adjacent to passenger seats, are ducted to provide radiant 


hosting for passenger comfort and a continuous flow of Bir to the cabin 
area. 
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DESCRIPTION AND OPERATION 


1. Pesoription 


A. The paecenger compartment side panele conoist of heated cabin side panela, 
window shade panels, and trim panele, The panels form the interior lining 
and finish of the passenger compartment sidewalls, A window shade is 
incorporated in each window shade panei. 


B, The heated cabin side paneis in the passenger compartment consist of 
hollow ducted panels that form the cabin interior sidewalle. The panels 
extend from the floor to just below the baggage rack, Heated air ia 
ducted from the main overhead air delivary duct into the lower outboard 
side of the panel, through a plenum manifold, to the top of the panel, 
and out throvgh a grill on the inboard facing top edge of the panel. 

Each pane) is composed of two thin sheats of poplar plywood, separated by 
dassuood supporting strips. A plenum ducting system is built into the 
panels to distribute air evenly over the panel surface while flowing to 
the top of the panel. The panele are mounted on shock mounts attached to 
the fuselage, to reduce noise and vibration in the passenger compartment, 


C. The window shade agsembly ig attached to the outboard side of each window 
trim panel and is integral with the panel when assembled, The shade 
moves yerticaliy and is attached to a roller above the window frame. A 
stiffener, on the bottom edge of the shade, engages the tracks on the 
window frame on each side by means of spring-loaded shoes. The shoes 


hold the shade in the desired position by exerting spring pressure against 
the ehoe tracks. 
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The passenger compartment side panels consist of heated cabin side panels, 
vindov shade panels, and trim panels. The panels fora the interior lining 
and finish of the paesenger zu sidevalla, A window shade is 
incorporated in each window shade panel 7 


The heated cabin side panels in the passenger compartment consist of hollow 
ducted panels that form the cabin interior sidewalls, The panels extend 
fron the floor to just below the baggage rack. Heated air is ducted from 
the main overhead air delivery duct into the lover outboard side of the 
panel, through a pie nm menifold, to the top of the panel, and out through 
a gri12 on the inboard facing top edge of the panel. Each panel ie com- 
posed of two thin sheets of poplar plywood, separated by bagewood supporting 
strips. A plenum ducting system is built into the panels to distribute sir 
evenly over the panel surface while flowing to the top of the panel, The 
panels are mounted on shock mounts attached to the fuselege, to reduce 
noise and vibration in the passenger compartment. 


The window shade assembiy is attached to the outboard side of each window 


-ria panel and ie integral with the panel when assembled. The shade moves 


verticaliy and is attached“ ta a roller above the window frene. A stiffener, 
on the bottom edge of the shade, engages the tracks on the window frame on 
each side dy means of spring-loaded shoes. The shoes hold the shade in the 
desíred position by exerting spring pressure against the shoe tracks, 


-— 


One additional manifold in the DC-8/8F-50, which is utilized as an armrest 
for the outboard row of seats, is installed on the inboard skin. This 
manífold carries the cold sir supply to the individual seat outlets, the 
oxygen supply lines, and some electrical conduit, - 
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CABIN SIDE PANELS « DESCRIPTION AND OPERATION 
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l. Description 


A. The main cabin side panels are of full fiberglasa construction and are 
unheated, Panels cover tho full sido wall, and the only windows are in 
the Over Wing Exits, and the Entrance and Service doors, No window shades 
are provided in the all fraighter configuration. s 


B, The side panels are dished in areas to accommodate the cargo loading gays ten, 
but snap-on covers for the dishe areas are not provided for the all 


freighter configuration, Ai) panels are removable for maintenance, modi- 
fication, anà inspection purposes. 
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HRATED CABIN SIDE PANELS - MAINTENANCE PRACTICES 


l. donere) 


A. Removal/installation procedures are identical for all heated cabin side 
panels, 


* 


2, Removel/Tuetellatíon Heated Cabin Side Panols {sea Figure 201). 
A. Remove Side Panels 
(1) Remove seate adjacent £o panels being removed, 
(2) Remove snap-on trim strip from retainer just below window level, 


(3) Ronove penel attachment screws fron trim strip'retalner and remove 
retainer. 


(4) Remove trim panels, and window shade assembly, 
(5) Ramove Joint trim strip from between panels. 
(6) Remove light lens at top of panel, 

(T) Remove exhaust grill. 

(8) Remove remaining attaching screws. 


(9) Loosen clamp connecting air condition inlet duct with the overhead 
delivery duct, 


(10) Remove panel by pulling bottom side inboard and down until panel drops 
below alignment fittings end si» condition inlet duct digengagas. 


P. Install Side Panels 


(1) Place top of panel betwean installed panels and below alignment fittings 
at top of adjacent panels. 


(2) slide panel up and into alignment fittings of adjacent panels. 


(3) Hold nangi in position so panel clip at top la pressed againet fuselage 
clip and bottom outboard edge is resting against baffle. 


(4) Install panel attaching screws and connect the air condition inlet duct 
to the overhead delivery duct, 


(5) Insert joint trim strip between panels and press in place. 
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Inatall window ohade, frame assembly, and trim panels and hold in 
place, 


Install trim strip retainer, 
Install light lens at top of panol. 


Install anap-on trim strip on trim strip retainer, 


+ 


Position exhaust grill in lower reteining groove and snap in placa. 


25-21-1 
CODE 2 
Page 203 


Pijated in VIA. 


DEL 


„ KX N ws n ie LR qe ty ves 


BOUOLAZ AIRCRAFT co,, INC, 


20-0 SIXTY GEES 
MAINTENANCE MANUAL 


HEATED CABIN SIDE PANELS - MAINTENANCE PRACTICES 


1, Qoneral 


A. Tha removal and installation procedures for the heated cabin aide panelo 
are identical, execpt as noted, The removal ef the side panels requires 
the removal of passenger seats and partitiona, ao necessary. 


AUTION: THREE HEN- SHOULD BE AVAILABLE TO HANDLE THE PANEL. THE PANEL 
MUST BE CARRIED AND STORED, MAINTAINING INSTALLED ATTETUDE. 
THE OUTBOARD END OF THE PANEL MUST DE ADEQUATELY SUPPORTED AS 
IT LEAVES THE AIRPLANE DOOR, 


2. figmoval/Installation Heated Cabin Side Panels 


A. Remove Side Panels (D0-8-50) 


(1) open seat lighting circuit breakers on forward and aft cabin electrical 
panels. 


WARNING: TAG AND SAFETY CIRCUIT BREAKERS. 


(2) Remove cabin air exhaust grill at bottom of panel by pulling lover edge 
of grill inboard until grilli snaps loose. 


(3) Unanap lower edge of fairing between lower curtain track and utility 
duct, and remove fairing. 


(4) Remove utility duct joint cover. 


(5) Disconnect and cap electrical wire and oxygen connections lending into 
ducting, 


CAUTION: SEE CHAPTER 35 FOR OXYGEN LINE DISCONNECT PROCEDURES. AFTER 
DISCONNECTING OXYGEN LINES, MAKE CERTAIN THAT ALL OPEN LINES 
ARE CAPPED, 


NOTE: On the panels located at the emergency exit windows, the oxygen 
disconnect is accessible through access doors No, 6660 and 666E 
. (see Chapter 6). 


(6) Remove upper curtain track splice, 


{7} Remove panel retaining sereva at upper corners of window cutout ond 
two screus below each cutout. 
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(8) Dinconnact and cap flexible hone connection of conditioned air ducting 
on outboard side of panei. Access la gained through accesn door in 
back panel of atowage rack. 


Rob: On tho right side of the lounge compartment, the conditioned air 
connection la near the aft edge of tho panel, halfway up the out- 
board aide, Remove the panel attaching screws at the top panol, 
and pull the bottom of the panel inboard to gain accesa to tho 
eonneation through the window opening. 


(9) Pieconnect und cap flexible air hose connection of cold air gët on 
outboard face of panel. Forward of station 730, access is gained through 
a hinged door at lower edge of panel, Aft of station 730, access is 
gained through an acoeas door in back panel of stowage rack. 

(10) Remove seat sidawall track (eee 25-21-84), 


(11) Remove panel by pulling lower side inboard and down until panel dis- 
engages from inlet duet and fittings. 


B. Install Side Panels (DC-8-50) 


(1) Make certain circuit breakers called out in paragraph A, step (I), are 
Open: 


(2) Insert upper edge of panel behind stowage rack. Push bottom of panel 
autboard, position panel on bosses of seat eidewall track fittings, 
and engage window frames, 


NOTE: For access to panel conditioned air duct connections ser para- 
graph A, ateps (8) and (9), depending on location of the panels, 


(3) Instell eeat sidewall track (see 25-21-4). 


(4) Attach panel with screws at upper cornera of window cutouts and two 
Borewg below cutouts, 


(5) Connect cold and conditioned air ducting, 
(6) Install upper curtain track splice. 


(T) Remove caps and connect electrical and oxygen line connections at 
utility duct. 


(8) Install utility duct cover, 
(9) Snap fairing in place between lower curtain track and utility duet, 
(10) Install cabin air exhaust grille at bottom of panel by ineerting upper 


lip into bottom of side panel and then rotate lower edge outboard until 
grille snaps in place. 
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C. Remove Sido panels {DC-0F-50) 


(a) 


(2) 


(3) 
(4) 
(5) 


(6) 
(7) 


(8) 


(9) 


(10) 


(a) Unhook stovage rack support rods from fuselage fittinga and lower 


(b) Remove escuteheons from panel cuboute for support rod fuselage 
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Close circuit breakers. 


per ans lighting olrouit braakera on forward ond aft cabin electrical 
PENGER + 


HARNING: TAO AND SAFETY CIRCUIT BREAKERS, 


Remove seat number clip at each end of conditioned air inlet grille 
dy snapping clip out of place. 7 E 


Pull out vertical trim strips at forward and aft edges of panel. 


Remove utility duot Joint cover. 


Disconnect and cap electrical wire and oxygen connections leading into 
duet Ing. 


CAUTION: SEE CHAPTER 35 FOR OXYGEN LINE DISCONNECT PROCEDURES. AFTER 


DISCONNECTING OXYGEN LINES, MAKE CERTAIN THAT ALL OPEN LINES 
ARE CAPPED, 


HOPE: On the panels located at the four forvard emergency exit windows, 
the oxygen disconnect is accessible through acaess doora No. 
666D and 666E {see Chapter 6). 


Remove upper curtain track splice, 


Remove sorewa from penel at upper corners of window cutout end two 
screws below each cutout, 


Disconnect and cap conditioned air ducting flexible hose connaction on 
outboard side of panel. 


HOTE: On right side of lounge compartmont, conditioned air connection 
is negr aft edge of panel, halfway up outboard side. Remove 
screvs at top of panel, and pull bottom of panel inboard to gain 
access to connection through window opening. 


Diaconnect and cap flexible air hose connection of cold air ducting on 
outboard face of panel. Forward of station 730, access is gained 


through u hinged door at lower edge of panel. Aft of station 730, 
access is gained by removal of upper side panel. 


If required, remove upper side panel aa follows: 
rack {see 25-25-0). 
fittings. 
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Remove serews in filler ttrips at forward and aft edgee of trough 
light lenses, and opan hinged Longen, 


Remove plastia fillor strips at panel upper, forward, and aft edges. 
At aft edge of panel only, snap out moulding strip. 


Remove panel attach soreve, 


KOTE: The forvard edge attach sereva in each panel are hidden by the 
overlapping aft ecge of the next forward panel. To gain access 
to these Borews it la necessary to remove the esoutcheons and 
sone of the upper edge attach screws of the next forward panel. 


Lift panei lover edge out of slot in rub rail, end slide panel att to 
clear eft edge of next forward panel. 


Remove panel, 


(11) Remove seat sidewall track (see 25-21-41). 


(12) Hook stowage rack support rods to fuselage fittings. 


(13) Remove panel by swinging bottom of panel inboar1 and dropping panel down. 


D. Instsll Side Panels (DC-Bp-50) 


(1) Make certain circult breakers called out in paragraph C, step (1), ere 
open. 


(2) Insert upper edge of panel behind stovage rack. Push botton of panel 
gutboard, position panel on bosses of seat sidewall track fittings, and 
engage window frames into retainers. 


(3) Connect cold and conditioned air ducting, 


UOTE: For access to panel conditioned air duct connections, see para- 


graph €, steps (8), (9), and (10), depending on location of panels. 


(b) If required, install upper side panel as follows: 


(a) 


(v) 
(e) 
(a) 


Unhook stowege rack support rods from fuselage fittings and lower 
rack, 


Place panel in position with lover edge in rub rail slot, 
Install panel attech screws. 
Install attach serews in next forward panel. 


Install all plastic filler strips. At aft end of aft panel only, 
anap moulding strip ín place, 
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(£) Xnotall ali cscuteheons. 


lg) Close trough light lenses and install acreva in filler strips at 
forward and aft edges, 


(5) Hook stowage rack support rods to fuselage biet inge (sac 2592990). 
(6) Install seat sidewall track (see 25-21-h), 


(7) Attach panel with screue at upper cornero of window cutouts and two 
gerewo below cutouts, 


(8) Install upper curtain track splice. 


(9) Remove capa and connect electrical and oxygen line conneotions at 
utility duet. 


(10) Install utility duct joint cover. 


(11) Snap seat number clips in place between conditioned atr inlet grille 
sections. 


(19) Insert vertical trim strips at forward and aft edges of panel. 
(13) Close circuit breakers. 
E. Remove Side Panels (DC-8-60) 
(1) Remove ‘seats adjacent to panels being removed. 
(2) Remove snap-on trim strip from retainer just below vide level. 


(3) Remove panel attachment screws from trim strip retainer and remove 
retainer. 


(h) Remove trim panels, and window shade assembly. 
(3) Remove Joint trim strip from between panels. 
(6) Remove light lens at top of panel. 

(7) Remove exhaust grille. 

(8) Remove remaining attaching screws. 


(9) Loosen clamp connecting air condition inlet duet with the overhead 
delivery duct, 


(10) Remove panel vy pulling bottom side inboard and down until panel drops 
below alignment fittinga end air condition inlet duct disengages. 
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F. Install Bide Panels (DC-8-60) 


(1) Place top of panel between installed panels and below aligament fittings 
at top of adjacent panels. 


(2) Blito panel up and into alignment fittings of adjacent panels. 


(5) Hola panel iu position so panel clip at top io pressed against fuse- 
lage clip and bottom outboard edge is resting against baffle. 


(1) Install panel attaching screws and connect the air condition inlet duct 
to the overhead delivery duct. 


(5) Insert joint trim strip between panels and press in place, 
(6) Install window shade, frame assembly, and trim panels and hold in place. 
(7) Install trin strip retainer, 
(8) Insteli kight lens at top of panel. 
(9) Install snap-on trim strip on trim strip retainer, 
(10) Position exhaust grille in lower retaining groove and snap in place 
G. Minor Repair 


(1) Repair minor damage to side panels, no larger than approximately 2 
square inches in area, as follows: 


(a) Obtain a piece of Permacel P-112 aluminum foil preseure-sensitive 
tape larger in size than damaged area. 


(v) Clean area to be repaired with a detergent to permit adhesion of 
tape to damaged area, 


(c) Apply tape over damaged arca, 


(d) Paint or finish as necessary. 
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1. General 
A. Window trim panele are considered en integral part of the interior lining 


of the passenger compartuent. Removai/Installation procedures for window 


shades preBented here are keyed to Figure 201, after window trim panel has 
been removed, 


B. Improper ausembly and adjustment of roller mechanism often creates binding 
and hang-up which resulta in torn or wrinkled anades, 
2. Remnoval/Installation Window Shades 
A. Remove Window Shade 


{1) Move shade to full up position. 


(2) Remove shade hendle ty inserting screwdriver blade into groove and 
depressing spring tab; slide handle from shade, 


(3) While holding roller, depress slotted roller pin until clear of 
mounting bracket. 


(h) Depress shade stiffener to allow handle clip to clear window frame; 
remove roller and shade assembly by pulling straight up from panel until 
shoes on stiffener are clear of slide tracks. 


CAUTION; SHOES AND SPRINGS WILL SPRING FROM SHADE STITFENER WHEN CLEAR 
OF SLIDE TRACKS, DO NOP LOSE PARTS, 


B, Install Window Shade 


| (1) Check that slide tracks are clean, and that shoes slide in tracks 
amoothly (do not lubricate). 


(2) Roll shade on roller evenly. 
(3) Install spring and shoe on each end of shade stiffener. 


| NOTE: Check that correct type shoe springs, of Os "wire gauge, are 
installed. 


(4) Hold springs and shoes in place and start shoes into slide tracks, 


(5) Fead shade down into slide tracks until shade stiffener is below upper 
edge of trim panel opening. 
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Eneure that shade 18 rolled on roller evenly, and insert round pin on 
roller into mounting bracket. 


Depress slotted pin on at and align pin with hole in opposite mount= 
Ing braoket, 


Release siottad pin and allor pin to sot in mounting bracket, 


install shade handle, check that spring lock is approximately 1/16 inch 
reüessed into shade handle. 


HOTE: The handle 18 intended to bo unlocked by use of a thin-bladed 
object. "e 


Tighten shade on roller with shade in up position and preload shade 


roller spring by pushing and turning elotted pin counterclockwise with 
qmail screwdriver, 


in mounting bracket. Screwdriver blade must be small enough to 
clear edges of equare hole, 


Remove serewóriver and allo? slotted pin to seat in mounting bracket 
hole, 


Hove shade through fulì range of travel several tines and check for 
proper operation, 


Pull shade all the way down, Tap on trim panel with fingers to simulete 
vibration, and check that shade does not creep up. Check that shade 
fabric is kept taut, 


Adjust preload on shade roller spring, if necessary, until shade is held 
teut in any selected position, except shade may loosen during last one 
half turn of roller to its full-up position. : 


Install window trim panel. e. 
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WINDOW CURTAINS - MAINTENANCE PRACTICES 


1. Generar 


A, Adjustable curteins are provided for windows in the cavin; lounge, and 


lavatory compartments, Curtain sliders are installed in track sections 
attached to the compartment lining. Tracks are equipped with slider stops 
for each window, ‘The curtains are attached to the slider hock through 
hole in the cuter face of the curtain hem. The hook moves on the slider 
and is preloaded by a compression spring inside the slider housing. 


By 
puliing the curtain up or down the apring is compressed and the curtain 
can be removed, 


2. Removal/Inetallation - Window Curtain 


A. Remove Curtain 


(X) Pull curtain up from bottom and remove slider hooks from curtain Lover 
hen. 


(2) Remova slider hooks from curtain upper hen, 
B. Install Curtain 


(1) Cneck that slide tracks are clean, 
(2) 
(3) 


Install top slider hooks in holes in upper hem of curtain, 


Pull dow on curtain and install slider hooks in holes in lower hem of 
curtain. 
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BEAT SIDEWALL TRACKS = MAINTENANCE PRACTICES 


—— . 9 —— — 


Le general 


A, Removal and installation procedures for all seat sidewall tracks are 
identical. 


CAUTION: WHEN REMOVING OR INSTALLING THE SIDEVALL TRACKS, CARE MUST BE 
TAKEN TÓ PREVENT DAMAGE TO THE ATTACH BOLTS, THESE BOLTS HAVE 
A DECORATIVE FINISH AND ARE EASILY SCRATCHED, . 
2. Removal/Inatellation » Seat Sidewall Tracka 
A, Remove Sidewall Tracka 

(1) Remove seats from section of track to be removed (ses 25-23=1), 

(2) Remove track attach bolts. 

{3} Remove screws holding splice insert in place, one at each end of track. 

(b) altae splice insert into track forward or aft of track being removed, 


1 
CAUTION: WHEN SLIDING INSERTS INTO THE FORWARD OR AFT TRACK, CARE MUST 
BE-TAKEN NOT TO SLIDE INSERT OUT OF REACH INSIDE TRACK, 


(5) Remove section of track. 
B. . Inatal) Sidewall Track 
7 (1) Position track and start two bolts to hold track in place. 
(2) Slide splice inserta back in position. 
(3) Install screws that hold splice ínserts in place, 
(4) Install track attach bolts, 


(5) Install seats (see 25-23-1). 
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UVHHEATED SIDE PANELS - MAINTENANCE PRACTICES 
3. Qonsrol 


A, The ramoval end installation of all unheated side panels ars similar except 
as noted, The veroval of the panels require the removal of partitiona, 
galloye, eheives, and lavatory washstande as neceasary (see 85-2l-0, 
25-300, and 25-40-1 as applicable). Insulation bianket flaps must be 
unstapled during panel removal and restapled and sealeá during panel instal- 
‘lation (25-22-0) for panele in galley conpartmente and panel forward 
end aft of the aft entrance door. 


CAUTION: TWG MEN SHOULD BE AVAILABLE TO HANDLE THE PANEL. 


2. Removal T Installation - Side Panels {De-8/8F-50) — i 
A. Remove Panel (Left and Right Side, Stations 1190 to 1161) di 
: (1) Renove applicable floor covering moulding, as follows: ae 
(a) Peel back floor covering from moulding slot, x : 
(b) Remove gcrevs attaching moulding to floor, " Ww 
(c) Remove moulding. WW l SE 
(2) Remove attach screws along panel edges. i 
HOTE: Access to some screws can be made through light fairing. f 
(3) Remove ceiling panels as necessary (see 25-28-0}. n 
(4) Remove totiet-to-wall fairing as necessary. a : 
(5) Remove panel. An 
B. Install Panel (Left and Right Side, Stations 1190 to 1461) 
(1) Place panel in position. Ts " 45 
(2) Inetall attach screws. » 
^(3) Install toilet-to-vwall fairing as necessary. ; x 
(4) Install ceiling panels as necessary. ` I 
(5) Install applicable floor covering, as follows: i 
(a) Apply sealant at joint of side panel and floor (see Chapter 20), | 
(b) Apply geelent on upper portion of moulding, di » 
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(c) Place moulding in position on floor. 
(4) Install moulding attach pereve. 
(e) Apply seslent in lower recesuos of moulding 


(f) Slip fioor covering back into moulding recess, 


€. Remove Panel (heft Side, Stations 1461 to 1130) 


B . D. 


F, 


G, 


(3) Lift flap seal along forward edge of door jamb to expose sido 
panel attach screws, 


(2) Remove panel attach screws, 


(3) Remove attach scraws at upper forward corner of panel, 
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ore 


LI 
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BOTE: Access to these sorews can be medo through over-door light housing, 


(u) Renove panel and seala by sliding upper end of panel out from under 


light housing. 
Instali Panel (Left Side, Stations 1461 to 1130) 
(1) Place panel and seals in position. 
(2) Install panel attach screws, 
Remove Panel (Right Side, Stations 1h61 to 1420} 
(1) Remove floor covering as necessary (see paragraph 2A(1)). 
(2) Remove panel attach serews. 
{3} Remove panel. 
Install Panel (Right Side, Stations 1h61 to 1420) 
(1% Place panel in.posítion, 
(2) Install panel attach screws, 
(3) Instsil floor covering as necessary (see paragraph 2B(5)), 
Remove Panel (Aft Pressure Dome) 
(1) Remove ceiling panels ag necessary (see 25-28-0). 


(2) Remove floor covering as necessary (see paragraph 2A(1)). 
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(3) Remove toilet flush button escutcheons, as follows: 


(a) Ronova Borowe retaining pushbutton. 


(b) Remove attach Borowa retaining escuteheon. - ar 


e D » T» hd ves q 1 I+ 


lo) Remove escutcheon. E 


(5) Remove toliet-togewall fairings., 


: (5) Remova panel. 


R, Install Panel (Aft Pressure Domo) . m 
(1) Place panela in position. ; MODE 
(2) Install toilet flush button esouteheon as follows: - 


(a) Place oscutcheon in position. 
(v) Install esoutoheon attach sorevs. i 
(e) Install pushbutton, - y Sep 
(3) Install floor covering ae necossary {see paragraph 2B(5)). 
(h) Install ceiling panels as necesvary (see 25-28-0), — 
(5) Install toilet -to-vall feiringa l 


I. Remove Panels (Right Side, Stations 1421 to 1368, h60 to les, 1343 to 1330 
and boo to 387) = 


(1) £1ft flap seal along door damb to expose panel attach screws. 
(2) Remove panel attach screws, 


HOTE: Access to some of the screws. fe through the over-door light 
housing. Ge 


(3) Peel back floor covering ns necessary to free panel for removal, 


(h) Remove trim pieces at forward and aft lower cornerB at junotion of 
'door and floor, d 


Pee r 


(5) Remove ponel and senis by sliding upper end of panel out from under 
light housing. A 
J. Tnstell Psnels (Right Side, Stations 1121 to 1368, LÉO to 425, 1343 to 1330 
and 400 to 387) 


(1) Place panel in position. ND l i 
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(2) Install panel att6ch screws, 
(3) Instali floor covering as necessary. 
(h) metal! corner trim pieces at door and floor Junction. 
K, Removo Panelo (Right Side, Btations 1330 to 1300 and 387 to 360) 
{1} Peed back floor covering as necassary. 
(2) Remove panel attach eorewé. 
(3) Remove panel, 
Li Install Panels (Right Side, Stations 1330 to 1300 ond 387 to 360) IDE 
- (1) Place panel in position. 
z (2) Install panel attach screws. 
(3) Install floor covering an ndern tte 
M. Remove Panele (Left Side, Stations 358 to 438} . A 
(1) Remove floor covering as necessary (see paragraph 2A(1)). 


(2) Reroye snap-on Yainscot trim moulding. la 


{3} Remove lower panel, 


— 15 
KOTE: The removal of upper and lower center panels requires the 
removal of lavatory veshetand. All panels in this area except the 
lower center panel slip out of a slip spring connection. The 
lower center panel can be removed after removing the panel attach 
screws. uns: DI 
N. Install Panels (Left Side, Station 358 to 434) 
(1) Place lower center panels in position. - 
- Y 
(2) Install panel attach screws, em 
(3) Inotall upper panel by slipping lower panel edge into a spring slip 
connection . e 
— += 49 
(4) Install trim retainer. - 
(5) Install snap-on wainscot trim moulding, 3 : L 
(6) Install floor covering as necessary. 71. j$ 
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0. Renove panel (Forvard Entrance Door, Upper Aft Corner) 
11) Pull back flop asal along door janb to ES panel attach screwa. 
(2) Remove attach Gorda. — 7 dio 
(3) Slip panel down end forward to slip away from adjacent panela, 
(h) Rezove panel. l 
P. Install Baue) (Forward Entrance Door, Upper Aft Corner) 


(1) Slip panel into position by engaging epring clips on back side 
vith adjacent panels. 


(2) Instoti attach scrawe. 

Q, Remove Panel (Forvard Entrance Door, Forward Panel) 
(1) Remove trim strips at panel forward edges. 
(2) Pull back senis along door jemb. 


(3) Remove panel attach ‘screws. 
o (4) Remove panel. deb m 
f. Install Panel (Forward Entrance Door, Forward Panel) 
(1) Place panel in position. 
(2) Ipatall panel attach serene, 
(3) Install trim strips. 


8. Remove Panels (Flight Compartment} 


BOTE: The removal nnd installation of all flight compartment panels are 
identical excopt as noted, The removal of these panels requires the 
renoval of the giarechield, coffee cupholder, radar scopes, navi- 
gator!s station, observer's station, syatem’s engineer's station, 
eucapo line and coiling light, as necsacary. 


(1) Remove attach screws. . r a 
(2) Remove panel. x i 
Y. Install Panele (Flight Compartment) P. 
(1) Flace panel in position. i dl 
(2) Saal aná install penel attach sorews. 5 i l : 
35215 
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U. Romove Panel (Right Side, Stations 265 to 281) (cargo Passenger} 


(1) Remove crew oxygen bottle (see TONS 
(2) Remove panel attach screws, ` l d 


= et. dem nx merda n3 n - . -- 


(3) Untock camice fasteners, 


(h) Lift lower edge clear of floor, and remove panel. 


v. Inst al1 Panel (Right Side, Stations 265 to 281) (Cargo Passenger) 


(1) Place panel in position. 
(2) Lock camloc fasteners. 
(3) Install attach screws. 
(4) Install crew oxygen bottle (see 35-10-3). 
W, Remove Panels (Right Side, Stations 366 to 460} 


(1) -Remove panel attach acrewa. 


m 
"is 
has 
-—.— 25 
4 
o. 
— 2 
— XL 


NOTE: Lift flap seal along door jamb for access to attach screws 


in panel adjacent to service door. 


- (2) Remove corner tria at junction of door and floor. 


(3) Paei back galley floor covering and free lower edge of panel (see 


25-27-41). 


(u) Slip panel down to free upper edge spring clip from upper lining. 


(5) Remove Panel. 


X. Instell Panels (Right Side, Stations 366 to h60) 


(1) Slip panel into position engaging upper edge spring clip with upper 


lining. 
(2) Install attach screws. 
(3) Install corner trim at junction of door and floor, 


(h) Replace galley floor covering and seal. (See 25-27-1.) 
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Panele (Right Side, Stetiono 1385 to 1566, and Left Side, Stations 


Fdate3 la U.. &. 


Y, Renove 
1392 to 1566) 
BOTE: Access to some panel attachments depende upon the adjacent com» 
ponents. ‘The following procedures eun De “eed for applicable cone 
ditions A through D. 88 
{1} N85. 1 edge atteohmenta forward of iii 1422 right Wee, and station | 
1h08 left aide, * 
+ 
(a) Unlock canloc fasteners and remove seui panel at: outboard vide of 
cabin drop ceiling. z. 
(2) Upper edge attachments aft of station 1422 right side, and $tation 1h08 ` 
left side: sa TU 
la) Remove adjacent cabin drop ceiling panel (see 25-28-0). - 
13) Attachments at entrance end service doors: 
(a) Lift flap seal along edge of door jamb. KX. 
(4) Aft edge attachments, station 1566, left and right sides: 
la) Remove aft pressure bulkhesd panel (ace paragraph AA). 
(5) Remove ei right side, etations 1305 to 1488, and left side, statione 
1392 to 1488. 
{a} Remove attach screws, 00 
(>) For panels adjacent to entrance and service doors, remove corner 
trim at door to floor Junction.» 
{el In galley areas freo lover edge of panel from sealant at galley floor 
covering, 
(d) Remove panel. (The panels adjacent to the entrance door can be e114 
out from under light housing above door.) P 
(6) Remove panels, left and right aide, stations 1198 to 1966. 
(a) Remove lavatory cabineta and washstands as required (see 25-h0-1). 
{b} Remove panel attach screws. y FRAN 
(e) Free lover edge of panel where sealed at attachment to lavatory floor 
E pan. l 
(d) Lift panel lowar edge va of pan, and remove panel, 
d 3 r 
id Du eS „ 
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2. Inotali Panels (Right Side, Stations 1305 to 2566, and Left Bide, Stations 
1392 to 1566) 


(1) Place panel An position. 
(2) Install attach screws, 


(3) For panels adjacent to entrance and service doors, install corner 
trim at door to floor junction. 


2.4 - As y] ^ s K EI v = ae — e 
E (04) Instalì aft pressure bulkhead panel if required (see paragraph AR). 


(5) In galley areas, lay n bend of sealant at Junction of panel lower 
edge and galley floor covering (see Chapter 20), - 


(6) In lavatory areas- apply sealant at lap joint between panel lower edge 
and lavatory floor pan, and install cabinets and washstands as required, 


(7) Install cabin drop ceiling panels as requíred, (Seo 25-28-0,) 


(8) Inetall small panels at outboard side of cabin drop ceilíng panels 
as required, nnd leck camloc fasteners, 2 


AA. Remove Panel (Aft pressure Bulkhead) P | l l e 
{1} iUa cabin drop eciling panela EN — Ts 25-20-0). 
(2) Remove toilet-to-wall fairings. 
E (3) Remove panel attach screws, 


(u) Lift panel to clear lower edge from levatory floor pan. 


t 


(3) Pull outboard edge of panel' forward, and slide panel outboard until 
spring clips behind inboard edge are clear of aft edge of lavatory 
lining. b 


— 
= 


(6) Remove panel. 


AD. Install Panel (Aft Pressure Bulkhead) sti 
(1) Place panel in position, engaging spring clips behind inboard edge 
with aft edge of lavatory lining. l = 
(2) Install attach screws, | . - 00098 
(3) Install toilet-to-wall fairing. 
(4) Inetata drop ceiling panels as required (see 25-28-0), 
H k T | : 
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UNHEATED SIDE PANELS - MAINTENANCE PRACTICES 


1, Uonexal 


A. The removal and installation of unheated side panels are similar in the ail 


freighter airplanes, Panel size may vary in different areas of the main 
cabin to accommodate size and shape of an area. 


B. The crew lavatory, crew galley, cargo restraint net will have to be removed 
prior to removal of the forward cabin panels, 


2. Removal/Installation - Side Panels (See Figure 201.) 


A, Remove Panels 


(1) Remove attach sorews from retainer and panel upper edge, for upper 
sections, and/or lower edge of lower panels. 


NOTE: Retain faptenera in a cloth bag or suitable container secured 
to retainer until inetallation of panel, 


(2) Remove attach screws from forward and aft end of panel retainer, retain 
BCreRs, 


(3) For upper panel sections, slide panel up out of channel henger and 
remove panel, 


(u) For Acer panel sections, slide panel down out of channel henger and 
remove panel. 


NOTE: Stow panel on a suitable rack or area, as panel may scratch other 


panels or may get damaged by falling if leeneá against other side 
panelg in airplane. 


B. Install Penele 


(1) Place panel section into position and slide panel into channel hangsr. 


(2) Install retainers and stert screws loosely until all screws in panel 


have been started, This helps in alignment of panel and it is easier to 
get all serews started, 


(3) Tighten all screws in panel section, 
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{TYPICAL} 
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SIDE PANEL 
{TYPICAL} 
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CHARNEL 
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PABSENOER COMPARTMENT INSULATION » 
DESCRIPTION AND OPERATION 


1. Description 


A. For sealing, insulating, and soundproofing purposes, the interior of tae 
passenger compartment ía lined with blankets of low-density fiberglao 
batting. Tne batting is covergà with a bnin fioxivie material and is 
made in small blanket sections. The sections are located between the 
fuselage skin and interior lining of the compartment.  Biankets are 
attached with spring clips areas where insulation ig compressed. The 
entire blanket installation in the passenger compartment forms a vapor 
barrier seal on the inboard surface. Breather holes are provided in each 
blanket to allow-for pressure changes between the fuselage aná the sealed 


blankets. 
t 
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PABSENOER COMPARTIMENTI INSULATION - MAINTENANCE PRACTICES 


1. fonera) 


A» Removal/installation procedures in this seotion ara typical and apply to 
aii insulated areas in the passenger compartment, 
prior to removal, of any blanket to ensure blanket 19 installed properly, 


R. Tools and Equipment Required 
JE: 


item. 3 
Item Kama Kuber Manufacturer 
A Adhesive H»145 Stabond Corp. 
Gardena, Calif. 
B Adhesive EC-970 Minnesota 
Mining & Mfg. 
Co. 
Lon Angeles, 
Colif. 
0 Denatured Cormeretally 
alcohol avelleble 
D Permanent "PRC-690 Produet 
mantia tape Researoh Co, 
E Stripper Douglas 
Ko. 14 
"$ — Plenket 85704200 Douglas 
material Airoraft Co., 
Ins» 


3, Removal/Installetion Insulation Blankets 


A. Remove Insulation Blankets _ 


Obgerve installation 


Equivalent substitutes may be used instead of the following listed 


—— Be lh 


Ure 
Cementing vapor 
barriera and seals 


Repatring damaged 
bienkats 


Cleaning aveas to 
te cemented 

Seal edges of 
panela” 


Cleaning areas to 
be taped 


Repaír and patch 
blanket 


(1) dein access to insulation by removing paneling adjacent to insulation. 


(2) unt te or aut cord securing blanket where objects such as brackets pro- 


trude througa blanket. 
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Ramove blenket retaining clips and break seals where blankets are 
Qomented, 


Remove plankot, 


Da Install Insulation Blanketa 


(1) 
(2) 


(3) 
(4) 


(5) 
{6} 
(7) 


(ei 


Jan 1/67 


Place blanket in position, install spring olips, then installi blanket 
tabs under spring Clipa and blanket flaps in spring clips. 


Inopoct installation for gaps betwecn ineulation and strueturel members, 
openings in vapor senl attachments, and possible sagging of blankets, 


Adjust blanket tabs and fleps to eliminate gaps. 


Secure and seal collars around traokets or other objeats protruding 
through blanket. Tie with cord, or cement collar to braket, Wae 
adhesive (1-145). 


NOTH: Enoure feying surfaces of blanket and adj&cont areas are alean. 
Clean faying surfaces with denatured alcohol. 


Patch all gapa or spaces exioting after ingtallation with pieces of 
blanket cloth using adhesive (H-145). 


Inspsot blanket for slits, tears, and holes and patch with arall pieces 
of blanket material (55704200) using adhesive (E0-870). 


Clean faying areas, where permanent mastio tape (PRG-620) 18 to ve 
applied, with stripper {Douglas No. 14) and clean, dry, cotton oloth. 
Wipe surface elean end dry with clean, dry, cotton oloth, 


Install perranent mastic tape (PRO-620) to surfaces where tape was 
removed. Engure tape covers end seals entire arca. 
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— A. Romoval/Installation procedures in this seotion are typical and apply to 

Lë all ingulated areas in the passenger compartment. i 

Se prior to removal of any blanket to ensure blanket 18 installed properly, ` 
These procedures assume the prior removal of the passenger seats and sides 


+? 


2. Tools and Equipment Required 


m... NORE 
sia items. 
Item Hane Number 
75 aa 
A Adhesivo: — 105 
cr ———— 000 "PP 
di B Adhesive 805-1 
— @ Adhesive EC-1711 
3$ -— 
-- D Adhesive C-269 
40 — E Adhesive H-145 
E ^ F Bolox or 
-- denatured 
jo alcohol 
- Q0 Staples STH 2619 
6i---- H Permanent PRC-620 
— mastio tape 
- I Tape 688 
$e 
1 ~ 
Fed 15/68 


Equivalent substitutes may be used instead of the following Listed 


Manufacturer 


Douglas Aircraft 
Co. , Ine. 


Douglas Aircraft 
Co. , Inc. 


Minnesota Mining à 
Manufacturing co., 
Los Angeles, Calif, 
Dov Corning Co. 
Stabond Corp., 
Gardena, Calif. 


Commercially available 


Bostitch-Hestern Inc., 
Los Angeles, Calif. 


Produet Research Co. 


Permacel Tope Corp., 
Hew Brunswick, N. J. 
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Observe installation 


Use 


Cement blanket flaps to 
structure 


Repair vinyl coated 
blankets 


Repair damaged blenkets 


Cementing blanket to 
blanket 


Cementing vapor barriers 
and seais 


Cleaning areas to be 
cemented 
Stapie blanket flaps after 


cenenting 


Beal edges of panels 


Tape blanket to structure 
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Xtom Name Nuaber Manufacturer Use 
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10 + A  Qobwebbing  Rli^3335 Better Finishes and Cobweb insuletion haig 


—— SS aa 


= solution Conting Co, nonte end holes 1/4 inok or 
8 leas that ere difficult to var 
ni patch e E 
15 „ R. Stripper ` Douglas i ‘ *.Qleoning arods to be taped 
2 4 No, Ak _ i 2 
— L Blanket 95704209 Douglas Aireraft co., Repair and patch blankets l 
Ka material ' Ino. a n 
20—— : ha i 
i i 
^ H Thinner Standard Union Oil Co, of Clean sreas to te sealed l 
T 200 California t 
—— •—ä— ¹—— — — — — — — — 
7 - 
Z. Removel/Installation - Insulation Blankets (DC-0/8F-50) 
> -t Ae Remóve Blanket "RES A 
9 (1) Remove ail obstructions. a : DII ds — * 
^ (] Renove all staples along blanket joint and open cemented seam, break 
ja seal between blanket flap and frase or bracket, or remove tape, as 
"T ES applicable, 


7" — (3) Tn window areas, separate nylon-coated cloth seal from around ana- 
coustical window and retaining ring. 


8. — (4) Remove blanket retaining dise, 
(5) Remove blanket. 
— B, Install Blanket to a Blanket (Cabin Only) 


Mom NOTE: Tho following installation procedures are for the Vistonex-coated 
fabric only {light blue). 
(1) Clean areas to be sealed if dirty. 


E re 
15— - 4 


(2) Position blanket and install blenket reteining disc. 


E . QAUTION: CARE MUST BE TAKEN TO PREVENT BLANKET FROM COVERING TOP OF THE 
= . SHOULDER OF NUT RETATRER AND FITTING FOR SEAT TRACK AND FACE 
TS + OF THE SHOCK MOUNT. l 


131 Apply a brush coat of C-269 edhesive to the faying surfaces of blanket 
1 * ! flapa and allow to dry until teaky. 


: 195 20 ; 
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(4) Join faying surfaces with firm pressure and fold flap twice. 
(5) Staple folded flap with STH 2619 staples h inches on center. 
ig (cs) Install items removed in paragraph 3. A. (1). 
C. Install Blanket to A Bracket, Brackot Landing, or Frame (Cabin Only) 


HOTE: Corenting and taping are alternato methods for installing blankete 
Is o... « «.. to brackets, bracket landinge, or frames. 


(1) Cementing 
(a) Clean the area to be sealed, if dirty, with Solox. 
i (b) Apply a brush ooat of C-269 adhesive to the blanket flaps and tha 
us . bracket, bracket landing, or frame as applicable and allow to dry 
a until tacky, 
Si ae {c} Join the faying surfaces vith firm pressure. 
di CAUTION: CARE MUST DE TAKEN TO OBTAIN A GOOD VAPOR SEAL ON THE 
£5 Geste sR" ini ss INBOARD FACE OF THE OVERFRAME BLAUKET. IF NECESSARY, ADDI- 
i TIONAL FLAPS OR PATCHES MAY BE CEMENTED TO THE BLANKETS ‘10 
3 — . -~ MAKE AN EFFECTIVE BEAL. secl 
= (d) Install items removed in paragraph 3,A.(1), 
-- (2) Taping l 
— (a) Tape blanket to bracket, bracket landing, or frame with 68W taps. 
(v) Apply cobwebbing as required (see paragraph T). 
ijesa (e) Install items removed in paragraph 3. A, (1). 
— D. Install Blanket to a Blanket (Flight Compartment) 


—— HOTE: The following installation procedures are for vinyl- coated fabric 
TOME only (gray, green, or yellow). 


(1) Clean areas to be sealed, if dirty, with thinner Standard 200, 
— (2) Position blanket and install sorews that hold blanket in place. 


50 - 
- (3) Apply a brush coat of Douglas No, 105 adhesive to faying surfaces of 
e fiaps and allow to dry until tacky. 
S (4) Join faying surfaces with firm pressure and fold flap twice. 
gta , 
e (5) Staple folded flap with STH 2619 staples 4 inches on center. 
1 e i > * 1 l i È 
à l 25-28-0 
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5. : 
(6) Inotall ítems removed in paragraph 3.A.(1). 
E. Install Blenkot to a Bracket, Bracket Landing, or Frame (Flight Compartment) 
10. nE: Ceamonting and teping are Alternate mathods for installing blankets 
aa to trackots, bracket landings, or fransa, 


(1) Canenting 


15 5 LA) Giean ares to be scaled, if dirty, with thinner Standard 200, 


— (b) Apply à brush coat of Douglas No, 105 adhesive to blanket flaps and 
- bracket, bracket landing, or frame as applicable and allow to dry 
— until taoky» l) 

20 — ` p c. Ge 
- (e) Join faying surfaces with firm pressure. 1 
E CAUTION: CARE MUST BE TAKEN TO OBTAIN A GOOD VAPOR SEAL ON THE 
4 IUBOAND FACE OF THE OVERFRAME BLANKET, IF NECESSARY, ADDI- 

WË TIONAL FLAPS OR PATCHES MAY BE CEMENTED TO THE BLANKETS TO 
M MAKE AN EFFECTIVE SEAL. 

ES - (à) Install iteme removed in paragraph J. A. (1). E 


30. — (2) Taping (Used Mainly in the Flight Compartment} 
d (a) Tape blanket to frame with 68H tape. 
- (b) Inotall items removed in paragraph 3. A. (1). 
F, Repairing Damaged Blankets 


ES NOTE: For vinylecoated blankets (gray, green, or yellow) use Douglas 80-1 


=e type adhesive, end for Vistanexecoated blankets (light blua) use EC 
10 type adhesive, z 
- (1) Using seme matarial for a patch as the blanket apply adhesive to both 
= faying surfaces and allow to dry until tacky, 
5 — (2) Join faying surfaces with firm pressure. 71 
55 ens i 
EE i i i . CN 
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Q. Cobwebbing 


(a 


e BOTE: Areas requiring cobwobbing are as follows: All insulation attach» 


ee x ments, all holes one-fourth of an inch or less TS are aiffiouls 
10— aa to paton: 
— li) Pila pressure pot or a one-quart spray gun to denired level with 
Ds Rh4-3335 webbing. If pressure pot is used adjust pressura to 5 to 10 
A psi, 1f Spray gun is used adjust gun for a round Spray and alr pressure 
I5 Kor 30 to HO ps. a: ee s 
zi : NOTE: Tne cohvebbing solution R44-3335 is ready for use as supplied 
m from the manufacturer. In order to get optimum adhesion and cob- 
ri e wabbing properties, adjustment of the pressure and distance from 
10 —. . the surface being sprayed will vary according to the ambient 
me temperature, humidity, and the length of the air hose, 
— (2) Hold spray gun nozzle approximately 6 inches from surface to be sprayed, 
= and spray on cobwebbing, Spray enough coats of cobwebbing to obtain à 
— thickness of 12 to 15 mils, and allow to dry for k hours. 
“i CAUTIONI DO HOT SPRAY COBWEBBING ON ANY OXYGEN FITTING OR IN AREAS 
> PY - -~ -- <<. . WHERE COBHEGBING MAY CAUSE FAILURE OF ELECTRICAL OR MECHANICAL 
La EQUIFHEST, l 
3 — PSA aor 
— * (3) Using a fitch brush apply & KE? cost of EC-16T1 (Minnesota Mining Mfg. 
EN Co.) saran coating over cobuebbing. The saran conting must extond 
-~ approXimately one-eighth of an inch beyond edge of cobwebbing. 
45 — CAUTION: DO NOT USE A SPRAY QUH TO APPLY THE SARAN COATING. CARE MUST 


ss BE TAKEN NOT TO BREAK COBWEBBING OR LEAVE PINHOLES, 


= (4) After allouing the first coat cf saran coating to dry for one-half hour, 
^ apply a second cont of saran coating, and let dry for 1 hour, 


15 —— 
~4, Removal/Installation - Insulation Blankets (DC- 8-60) 
~~ A, Remove Insulation Blankets 
4$ —--- : e s 
SS (1) Jain access to insulation by removing paneling adjacent to insulation, 
— (2) Untie or cut cord securing blanket where objects such as brackets pro- 
~~ trude through blenket, 
I == 
— (3) Remove blanket retaining clips and break seals where blankets are 
ert coenented, 
^ {4) ‘Remove bianket. ` . 
$$ —-- j : 
— t 
— 1 1 
be E 3 11 1 loa ; 
RE : 2522-0 
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Place blanket in position, install spring clips, then inatall blankat 
tabs under spring clips end blanket fiaps in spring clips, 


Inspect installation for gaps betueen Insulation and structural mombers, 
openings in vapor geal attachments, and possible sagging of blankets, 


Adjust blanket tabs and flaps to eliminate gaps, 


secure and deal collars around brackets or other objects protruding - 
through blenket. Tie vith cord, or cement collar to bracket, Use 
adhesive (H-1h5). . 


NOTE: Ensure faying surfaces of blanket and adjacent areas are clean, 
Clean faying surfaces with denatured alcohol, ` 


Patch all gaps or spaces existing after installation with pioces of 
blanket cloth using adhesive (H-145). 


Inspect blanket for slits, tears, and holes and patch with small pierces 
of blanket material (85704200) using adhesiva (EC-870), 


Clean faying areas, where permanent mastic tape (PRC-620) fe to be 
applied, with stripper (Douglas No. 14) aná clean, dry, cotton cloth, 
Wipe surface clean shd dry with clean, dry, cotton cloth. 


Install permanent mastic tape (PRO-620) to surfaces where tape was 
removed. Ensure tape covers and seals entire ares. 
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PASSEHOBR COMPARTMENT SEATS - DESCRIPTION AND OPERATTON 


1. Dasgription 


As Peesenger aoppartrant seats consist of paonongor rasta and cabin attendo 
ants! gente. 


B. Each passenger gest in the main oubin ia a part of a two- or threa-scat 
assembly., The trossent assomblics are located in the @ivst-olass compart- 
ment and the three asat assemblies are located in the touriet=clazg 
compartment. ‘Tha seats are attached to seat tracks in tho floor ard can 
be arranged forward or aft for variations in sent apaeing, Seat oquipment 
inoludes cushions, armrests, seat belts, ashtraya, utility tables, and 
literature potketsa Center armreste are renovable and outboard armrests, 
for seats adjacent to escape hatches, are mounted on the hatches. Seat 
eughtons are hald in place by Velora tape and are hand removable for 
cleaning or repair. bLifevests are stored in containers attached to the 
bottom of the seat. The seat backs recline to 33 degrees for tourist 
seats and 38 degrees for first-class compartment geats. Normal upright 
position is set at 16 degrees. 


Q. Cabin attendants’? seats concist of two folding double seats and are located 
at the forward and eft passenger entrance doors. The seat at the forward 
entrance door is attached to the partition at the forward end of tho 
pesaenger compartment on the left side, and faces aft. The seat is pro- 
vided with lifevests and seat belts. ‘The seat at the oft entrance door 

| is attached to the partition on the left sido, and faces forword. The 
scat ic provided with lifevasta, seat belte, shoulder harnesses, and 
inortia yeels. The. inertia recls are installed on the oontroon side of 
the partition, imrediately above the seat back, and the shoulder harnesses 
extend tbrougo two cutouts in the partition. Access to the Iifevests iB 
obtained by lowering the hinged sest bottom 
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PASBENOER COMPARTMENT SEATS - DESCRIPTION AND OPERATION 


T Pusoription 


Ay Pessenger aompartment seats consist of passonger aedts and cabin attendantat 
agains 


B. Fach passenger seat in the main oabin is a part of a Lu, or three-aeat 
ascombly, Tha two-sent assemblies are located in the first-class come 
partment and the throe gent assemblies are Located in the touriet-olass 
Gonpartiant. The seats are attached to sent tracks in tho floor and can 
ba arranged forward or aft for variations in seat spacing. Seat equipe 
mend includes oushions, armrests, seat belts, ashtraya, utility tables, 
and literature pockets. Center armrasts pre renovable and outboard arm- 
Tenia, for neata sdjecent to escape hatohes, ars mounted on the hatches, 
Seat cushions are held in place by Veloro tape and are hand removable for 
leaning or repair, Lifevesta are stored ín containers attached to the 
bottom of tho seat. The seat hacks recline to 33 degrees for tourist 
seats end 38 degrees for first-class compartrent seats. Normal upright 
position is sat at 16 degrees. 


2. Labin attendants’ seats consist of three folding double seats end are 
located at the forward and aft passenger entrance doors. The seat at the 
forward entrance door is attached to the partition at the forward ond of 
the passenger compartrent on the left side, and faces aft. The seat is 
provided with lifevests and eent belts. The seats at the aft entranse 
door are attached to the aft partitions on both sides of the atale, and 
face forward, The scats are provided with lifevests, seat belta, shoulder 
harnesaes, and inertia reels, The inertia reels are installed on the aft 
side of the partition, imrediately above the seat back, and the shoulder 
harnesgas extend through two outouts in the partition, Access to the life- 
vests ia obtained by lowering the hinged seat bottom d 
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PASSENOER COMPARTMENT: SEATS = DESCRIPTION AND OPERATION 


Dagoription 


Warrant compartment agata consiot of passenger aents and onbin attondante* 
BOE UB, 


Each passenger seat in the main cabin i9 A part of a twon or threo-seat 
assembly, Tis Wüo-sént adsomblisò arg Located in the first-class compart- 
ment and the three seat assemblies are located in the tourist-olasg 
compartment. The seats are attached to seat tracks in the floor and can 
ba arranged forward or aft for variations in seat spralng. Seat equipment 
inoludes cushions, armrasta, seat belts; AGhtraya, utility tables, and 
literature pockets, Center armrests are removable and cutboard armresta, 
for seats adjacent to escape hatohea, aro mounted on thé hatches. Seat 
cushions are held in placa by Volovo tape and are hand removable for 
cleaning or repair, Lifovesta are stored in containers attached to the 
bottom of the seat. ‘The seat backs recline to 33 degrees for tourist 
seats nnd 38 degross for first-class compartment seats. Normal upright 
position is set at 16 degrees. 


Cabin attendants! seat coneist of one folding double seat located at the 
forward passenger entrance door. Ths seat ig attached to the partition 

at the forward-end of the passenger compartment on the loft side, faces 

aft, and is provided with lifevests and sent belts, Access to the lifes 
vests is obtained by lowering the hinged seat bottom. 
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PASSENGER COMPARTMENT SEATS » DESCRIPTION ‘AND OPERATION 


1, Dosoription 


A, 


B. 


d 


Passenger aóompertment seats consist of passonger seats om cabin attendants! 
poate, 


Each pacsengor seat in the main cabin is a part of a two- or threa-sent 
essenbly,; The two-seat assemblies are located in the first-class comparte 
ment and the three seat assemblies oro located in the tourist-olags 
dompartment. The sente are attached to seat tracks in the floor and cen 
be &rvanged forward oy aft for variations in gent spacing, Seat equipment 
includes cushions, armrests, seat belte, ashtrays, utility tables, and 
literature pookots, Center armrests are removable and outboard armrests, 
for seats adjacent to escape hatohos, are mounted on the hatches, Seat 
cushions are held in place by Velero tape and are hand removable for 
cleaning or repair. Lifovests are stored in containers attached to the 
bottom of the seat. The seat backe recline to 33 degrees for tourist 


pesata and 38 degrees for first-clasg compartment seats. Normal upright 
position is set at 16 degrees. 


Cabin attendants’ seats consist of three folding double seats and are 
located at the forward ang aft passenger entrance doors. The seat at the 
forward entrance door is attached to the partition at the forward end of 
the passenger compartrent on the left side, and faces aft. Tha sent is 
provided with lifevests and seat telts. The seats at the aft entrance 
door are attached to the aft partitions on both sides of the aisle, and 
face aft, The seats are provided with lifevests, seat belts, shoulder 
Harnesses, and inertia reels, The inertia reels are installed on the 
forward side of the partition, immediately above the sent back, and the 
shoulder harnesses extend through two cutouts in the partition. Access to 
the lifevests ta obtained by lowering the hinged seat bottom, 
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PASSENGER COMPARTMENT SEATS - DESCRIPTION AND OPERATION 
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Doseripblon 


Passenger compartment seats consiat of passenger seats und cabin attendants 
seats, 


Each passenger seat in the main cabin ia a part of a two-or three-seat 
assembly, The two-neat assemblies are Aocated in the first clans compart- 
ment, attached to tne floor, and can be arranged in various seat spacings 
by moving forward or aft in the seat tracks. Seat equipment includes 
cushions, arm rests, seat belts, ash trays, utility trays, and Literature 
pockets, Center armrests are removable and outboard armrests, mounted 

on netehes, for seats adjacent to overning escape doors. Seat cushions 
are held in place by velero tape and are hand removabie for cleaning or 
repair, Life veste are stored in compartments attached to the bottom of 
the seat. Seat backs raoline to 38 degrees for first clase seats and 33 
degrees for touriate seats. Normal upright position is set at 16 degrees, 


Cabin attendants seats consist of three folding double seats located at 
forward entrance door, aft entrance door, and cargo/passenger divider 
partition. The forward entrance door seat is attached to aft face of the 
radio rack and feces aft. The seat at the aft entrance door is attached 
to the coat room partition and/or galley, and faces forward. Tha seat on 
the cargo/passenger divider partition faces aft. seats ere provided with 
sent belts, shoulder harnesses, and Life vests, Life vesta are acceasible 
by lowering the folding seat bottom down, 
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PASSENGER COMPARTMENT SEATS ~ DESCRIPTION AND OPERATION 


Description 


A. 


B. 


C. 


Passonger compartment seats consist of passenger goate and cabin attendants! 
seats, 


Fach passenger sent in the main cabin ia a part of a to- or three-seat 
assembly. The two-seat assemblies are located in the-first-claes conpart- 
ment and the three seat assemblies aro located in the tourist-class com- 
partment, The seate are attached to sidewall and floor seat tracks in the 
b0-0/0F-50 and to only floor seat tracks in the 00-86-60 and can be arranged 
forward or aft for variationa in seat spacing. In the DO-8/8F-50 oxygen 
provisions are located in the back of the middle seat in a three-seat group, 
and in the back of the aisle sent in a two-seat group. A cabin attendant 
cal) button is inatalied in the back of cach two-seat or throo-seat group 
adjacent to the oxygen provisions. A fluoreacent reading light io installed 
in the inboard corner of each seat back and is operated by a switch located 
below the light. Each seat ia equipped with a seat belt, and a utility tray 
located in the back of the seat. Each seat is also equipped with an adjust 
able back which is controlled by a seat lock mechanism located under the 
seat. In the DC-8-60 seat equipment includes cushions, armrests, seat 
belts, ashtrays, utility tables, and literature pockets, Center ararosta 
are removable and outboard armrests, for seats adjacent to escape hatches, 
are Bounted on the hatches, Seat cushions are held in place by Velero tape 
and are hand removable for cleaning or repair. Lifeveats are stored in con- 
tainers attached to the bottom of the seat. The seat backs reciine to 33 
degrees for tourist seats and 38 degrees for first-class compartment seats. 
Normal upright position is set at 16 degrees. 


In the DC-8/8P-50, cabin ettendants' seats consist of two folding double 
seats and one single folding seat located at the forvard and aft passenger 
entrance doors. The forward double seat is attached to the partition at 

the forward end of the passenger compartment on the left side and faces aft. 
The forward single seat is attached to the forward coatroom on the left side 
and faces inboará. The aft double seat is attached to the aft left coatroom 
end faces forward, In the DC-8F-50 passenger/cargo configuration, cabin 
attendants' seats consist of two folding double seats located at the aft 
passenger entrance door and the aft face of the passenger/cargo divider 
partition. ‘The aft sept faces forward and the forward seat faces aft. In 
the DC-8-60, cabin attendants' seats consist of three folding double seats 
end are located at the forward and aft passenger entrance doors. The seat 
at tho forward entrance door is attached to the partition at the forward 
end of the passenger compartment on the left side, and faces aft. The seal 
is provided with lifevests and seat belts, The seats at the aft entrance 
door are attached to the aft partitions on both sides of the aisle, and 
face forward. The seats are provided with lifevests, seat belts, shoulder 
harnessca, and inertia reels.’ The inertia reels are installed on the aft 
side of the partition, immedietely above the seat back, and the shoulder 
harnesses extend through two cutouts ín the partition. Access to the life- 
voote in all configurations is obtained by lowering the hinged seat bottom. 
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2. Operation (DC-8/8P-50) 


A. Movezent of the DC-8/8F-50 pasBenger scat back causco the piston to moya 
within the cylinder and transfera hydraulic fluid from one ond of the cyl in- 
der to the other through a smal) port. The flow of fluid is controlled by 
a control lever and Linkage located in the sont erarest, and a control avi 
and rad on the forward end of the cylinder. Arraating the flow of fluid by 
releasing the control in the armrest locks the seat back in position. 


B. Three limits of goat back travol are provided by a pin and three detente in 
the stroke limit sleeve at the aft end of the seat lock, Turning the 
knuried sleove ond centering the pin in ona of the three detonte, limita 

. the amount of seat back travel, 


C, In the DC=BP each seat ie provided with a latch to lock the folding leg in 
the folded position. Four additional short lega are installed on the under- 
side of the scat at each corner, When the folding leg is locked in the 
folded position, the seat can de placed upon the ground without the posi» 
bility of being damaged. 


D. A seat stop is installed on the inboard side of the outboard seat back, aft 
of cach emergency exit, The stop prevents the seat back from folding for- 
vard end restricting evacuation through the emergency exit. The stop con- 
sists of a U-bolt, plate, washers, and vingaute, 
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i. Description 


A. Passenger compartment seate consist of passentzer seats and cabin attend- 
ALS" seats, 


B, Each passenger seat in the main cabin is a part of & two» or thrae-seat 
assembly, The two-seat asserblies are locatod in the first-class compart- 

ment and the three-seat assemblies are located in the tourist-class 
compartment. Tne seata are attached to seat tracks in the floor and con 
be arranged forward or aft for variations in seat spacing. Seat equipment 
includes cushions, armrests, seat belts, ashtrays, utility tables, and 
literature pockets. Canter avmresta are removable ond outboard armrests, 
for seats adjacent to escapa hatches, are mounted on the hatches, Seat 
cushions are held in place by Velero tape and are hand removable for 
cleaning or repair. Lifeveste are stored in compartments attached to the 
bottom of the seat. The seat backs recline to 35 degrees for tourist 
seats and 38 degrees for first-class compartment seats, Normal upright 
position is set at 16 degrees, 


C, Cabin attendents seats consist of three folding double acats and three 
single folding seats. The double seats are located at forward entrance 
door, aft entrance door, and cargo passenger divider partition. The 
forward entrance door seat is attached to tho aft face of the radio rack 
end faces aft. The seat at aft, entrance door is attached to the coat 
room partition and faces forward, The seat on cargo/passenger divider 
partition faces aft, on the right side of partition, Seats are provided 
with seat belts, shoulder harnesses, life vests, and inertia reels, 


D, Single seats are installed on forward entrance door wind screen facing 
forward, galley unit number one facing aft, and on galley unit number four 
facing forward, Seats are provided with seat belts, shoulder harnesses, 
and galley seats have oxygen provisions in overhead ceiling. 
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Trouble shooting procedures for all passenger seats are identical, 


Possible Causes 


Zeen 


— MÀ 


—u—ꝛ— —— —ũ— 


— grin M 


Toolation Frocedures Correction 


A. SEAT DOES NOT RETURN TO UPRIGHT POSITION 


(1) 


(2) 


(3) 


(h) 


— 


Oda t ruot on ín 
seat lock 
mechanism ar 
linkage 


Broken control 
linkage 


Broken spring in 
lock mechanism 


Control arm slips 
on control rod at 


Check lock mechanism Remove obstruction 
and ifnkage jn seat arm 


- 


Check linkage for broken Replace broken parts 


parts 
‘With control button up, Replace seat lock 
push seat back aft, If mechanism 


no resistance is felt, 
there is indication of 
& broken spríng 


Move control button on seat Relocate and tighten 
arm and check for movement control button ín arm 


lock mechanism ef rod on seat lock open ing 
mechanism 
B. SEAT DOES NOT LOWER 
(1) Obstruction at Difficulty in moving Remove obstruction 
seat lock or control button indicates 
linkage in seat obstruction 
arm 
(2) Broken linkage Check linkage in seat Replace broken parts 
arm for breakage 
(3) Control arm slips Move control button and Relocate control arm on 
on control rod at check for movement of control rod 
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lock mochanism 


control rod 
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B, BEAT DOES HOT LOWER (Continued) 
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{4) Foreign matter If lack cannot bo col» Replace look mechanism 
in port ineide lapsed with one end 
hydraulic detached and the control 
cylinder orm turned, it indicates 


a closed port 


rd 


C. SEAT RAISES OR DROPS SHARPLY 


— 


MS — . — . — — — um 
D 


(1) Faulty hydraulic Check for leak in cylinder Replace oylinder 
cylinder 


D. SEAL LOCK DOES NOT HOLD AND ALLOWS SEAT BACK TO MOVE AFTER STOPPING 


(1) Leaking hydraulic Check for leak in Ropiace cylinder 


port cylinder 

(2) Control button Check control button for Relocate control arm on 
misiocated in arm proper positioning with control rod at look 
opening button in lock position mechanism 


E. SEAT BACK LOOSE 


(1) Locknut loose on Move seat back and check Adjust seat back (see 


forward end of for movement of iooknuts 25-23~1, Maintenance 
seat look on the trunnion at forward Practices, paragraph 5) 
mechanisn end of sent lock mechanism and tighten locknuts 
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PASSENGER SEATS - MAINTENANCE PRACTICES 


l. Renovai/Installation Passenger Seats 
A, Renova Passenger Seats 
(1) Fold seat backs forward and down against seat bottoms. 
(2) Unlock seat track lock on each rear leg (seo Figure 201, view A). 


(3) Push seat fore or aft about 1/2 inch to free sent retaining studs from 
seat tracks, 


(4) Lift sent from seat tracks and relocate seat, or remove as necessary. 


D. Install Passenger Seats 
{1} Fold seat backs forward and down against seat bottoms, 


(2) Place seat assembly over seat tracks at desired location and guide seat 
retaining studs {nto seat track cpenings. Ensure sent assembly is 
positioned squarely across seat track axis. 


(3) Position utility box panels ix relation to seat rows with front edge 


of door approximately 1/2 inch forward of front edge of seat bottom 
(See 25-25-0). ` 


(4) Lock seat track lock on rear legs (see Figure 201, view A). 


(5) Raise seat hack to normal upright position. 
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REUOVAME ARRESTS 
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FOLDING UTILITY TABLE 
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2583-1 passenger Seats -- Renova Installation 
COLE 1 Figure 201 
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TEMPORARY REVISION 25-35 


FILING INSTRUCTIONS: Insert this Temporary Revision immediately 
following Chapter 25-23-1, CODE 1, Page 
202, Maintenance Practices. 


Retain this Temporary Revision until 
notified to remove it. 


DESCRIPTION AND REASON: This Temporary Revision adds illustration 
of cotter pin installation of lap belt 
attach snap hook. 


EFFECTIVITY: UAL (46084) 
25-23-1 
CODE 1 
Jul 1/93 l Temporary Revision 25-35, Page 1 of 2 
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INSTALL 
COTTER FIN 
HERE 


HA2-9114 
Cotter Pin Installation 
Figure 202 i 
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CODE 1 
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1. Removal/Instollatíon Passonger Scata 


A. Remove Passenger Seats 


(1) 
(2) 
(3) 


(4) 


B. Install Passenger Seats 


(1) Fold seat backa forward and down against seat bottoms. 

(2) Place seat assembly over seat tracks at desired location and guide seat 
retaining studs into seat track openings. Ensure seat asseubiy ts 
positioned squarely across seat track axis. 

(3) Position utility box panels in relation to seat rows with front edge 
of door approximately 1/2 inch forvard of front edge of seat bottom 
{See 25-25.0). 

(h) Kock seat track lock on rear legs (see Figure 201, view A). 

(5) Raise seat back to normal upright position. 
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PASSENGER SEATS - MAINTENANCE PRACTICES 


Fold seat backe forward and down against seat bottoms. 
Unlock seat track iock on each rear leg (see Figure 20), view A). 


Push gent fore or aft about 1/2 inch to free seat retaining studs from 
Beat tracks: 


Lift seat from seat tracks and relocate seat, or remove as necessary. 
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PASSENGER SEATS «= MAINTENANCE PRACTICES 


— ———ͤ — 


1, QGanaral 
A. Halntenence of a passenger seat consists of removal and installation of the 
seats; food troya, and recline cylindera and adjustment and test of seat 
back breakover, seat recline cylinder, and food tray assomblics, 


B. The Removal/Instaliotion procedures for the seat, recline cylinder, and 
food tray ara identical for each seat assembly, 


4 


2. Removal/Inetallation - Passenger Seat (See Figure 201.) 
A. Remove Passenger Seat | 


(1) Remove center ararest &nd fold sent baok forward and down against seat 
bottoms, 


(2) Unlock aeat track attachments on each rear leg, 


(3) Move seat forward or aft about ME inch to free seat retaining studs 
from seat track, 


(h) Lift seat from seat tracks and relocate or remove as desired. 
B, Install Passenger Seat 

(1) Fold seat backs forward and down against sent bottoms. 

(2) Place seat assendly over seat tracks at desired location and guide seat 
retaining studs into seat track openings. Ensure seat assembly is posi- 
tioned squareiy across seat track axis, 

NOTE: Position utility box panels in relation to seat rows with front 
edge of door approximately 1/2 inch forward of front edge of 
sest bottom (see 25-25.0), 
(3) Lock seat track attachments on rear legs. 


(h) Reise seat back to normal upright position and install center armrests. 


3. Removal/Installation - Food Tray (See Figure 202.) 
A. Remove Food Tray 


(1) Fold seat back forward exposing attach pins through food tray, seat 
back, and seat frame, 
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SEAT TRACK ATTACHMENT 
VIEW S 
SEAT BELT ATTACHMENT 
HAZ. 5867 
25-23-1 Fasaenger Seats - V (Typical) 
CODE 3 Figure 2 
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Food Tray - Removal/Installation (Typical) 
Figure 202 
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(2) Bupport sent back and remove lock rings aná attach pins, 


HOTE: Rexoving tho attach pina from seat frame will also disconnect the 
spent back. 


(3) Turn lateh and remove food tray from recess in goat back. 


(4) Replace attach pins through seat frame and saat back, Retain lock rings 
* for inatalletion of food traye, 


B. Install Food Tray 
(1) Fold cont back forward exposing attach pins, 
(2) Insert feod tray into recess in seat baok and turn Latah, 
(3) Supporting seat back remove attach pins. 
(4) Install attach pins through food tray logs, seat back, and soat frame, 
(5) Install lock rings on attach pins. 


(6) Reise gent back to normal upright position. 


h. Removai/Installation - Seat Recline Cylinder (See Figure 203.) 
A. Remove Beat Recline Cylinder 
(1) Remove center armrests by lifting urverd. 


HÔTE: Tho center armrest will slide up free of retaining support 
guide in seat frame, 


(2) Remove outer ararest incorporeting recline cylinder control tever, 
(a) Remove seat bottom cushion. 
(b) Remove armrest from cover, 
(c) Remove armrest cap, 
(d) Removo screws holding armrest support cover panel. 
(e) Slide armrest support panel upward and aft to remove panel. 


(3) Recline seat back until hole in seat frame is aligned vith porev on 
i raeline cylinder and remove screw, 


{4} Remove rollpin and remove armrest frame from sest frame, 
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(5) Lift rooiino cylinder mount trunnion from trunnion bracket ond remove 
raclíne cylinder. 


(6) Reat asat back againet seat behind or fold forward against saat bottom. 
B. Install Beat Reciine Cylindor 
(1) Raiso seat back to an upright position, 
ROTEL Support seat back while performing steps (2) through (3). 
(2) Instell recline cylinder, lowering mount trunnion into trunnion bracket. 


(3) Align hole in aft ond of veciine cylinder with holo in breakover quad- 
rant and with access hole in seat frame, 


(hl Install lockwesher under bolt hesg and bolt aft end of cylinder to 
breskover quadrant, 


NOTE: Care should be exercised not to tighten bolt to tne extent of 
binding the recline cylinder. 


(5) Lift and position control levor pushrod to rest on top of plastic arm. 


NOTE: Depreasing plastia arm slightly may be required to position 
pushrod, 
($) Install outer armrest to sent frame. 


(1) Install center armrest and sent bottom cushion. 


(8) Actuate seat back through full recline range. Check for lock ín various 
positions and cheok that seat back returns to vertical position when 
control lever ia actuated. 


- 


5, Adjustment/Test - Seat Back Breakover, Food Tray, and Reoline Cylinder 
A. Adjust Seat Back Breakoyer 


(1) Adjust bxeakover tension by loosening or tightening bolt through raclina 
plate and breakover quadrant until a force of 25 (25) pounds applied to 
top of seat bsck is required to overcome seat back resistance to forward 
movement, 


B. Adjust Food Tray 
(1) Turn latch and lower food tray to serving position, 
(2) Move seat back forward until adjustment volte are exposed. 


(3) Rotate adjustment bolts until desired horizontal position is obtained. 
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(h) Hove seat back to vertical position. 
C, Adjust Recline Cylinder 


(2) Remove seat botton cushion to gain accasa to recline cylinder, 


(2) Lift recline cylinder mount trunnion from trunnion bracket and loosen 
lock nut. 


(3) Turn mount trunnion until seat back aligna with adjacent scat in a vere 
tical position. 


KOTE: When true vertical position is obtained, recline lock settings 
ore 23%, 39%, and 90°, 


(n) Outtoard seats immediately forward of an emergency overwing exit must be 
&djusted to prevent the seat back from reclining into the area required 
for emergency exit door opening. 

6. InspectionfCheck ~ Passenger Seats 
A. Seat Track Looseness 
NOTE: Check for looseness in track by pushing and pulling on seat bottom 
structure. If looseness is detected, tighten seat track mounting 
stud. if this does not eliminate looseness, proceed as follows; 


(1) Seat with shime - Replace shim and tighten stud as required. If 
looseness is still present, replace stud. 


(2) Seat with no shims - Replace stud. 


B. There should be no play between seat attachment and seat. 
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PASSENGER SEATS e- MAINTENANCE PRACTICES 


A. The removal and Installation procedures for alk passenger seat assemblies 
ars Sipiiiar, oxcapt as noted, Two men are required to remove and install 
a seat assembly which consists of two or three senta, 


2. Removal/inataliation - Passenger Seats 


A, Remove Passenger Seat Assembly (DC-8/8F-50) 


(1) 


(2) 
(3) 


(4) 


(5) 


(6) 


(7) 


(8) 


Remove utility shroud and release Locking devices on utility plug 
located on underside of utility duct, 


Disconnect plug from receptacle. 


Stow utility plug in receptacle located on outboard upper edge of seat 
and Lock it in place. 


Release two latches that attach seat assembly to sidevali seat track by 
pressing down latch levers, 


NOTE: The aft latch assembly is covered by a fairing that muat be lifted 
to gain accesa to the lever. 


Release seat assembly from floor seat track by lifting two levers 
located outboard at bottom of covered leg assembly, 


Pull covered leg assembly inboard and lift seat assembly up to disengage 
holddown bracket from track, 


Stow covered leg assembly by pushing it inboard and up against seat 
bottcm, Support seat assembly, 


NOTE: On a first class double seat azsembly, the covered leg assembly 
folds outboard in stowage position, 


Lift seat assembly off sidewall track, 


B. Install Passenger Seat Assembly (DC-9/8F-50) 


(1) 
(2) 


(5) 


Hang hooks of two latch assemblies over sidewall seat track, 


Pull down covered ieg assembly and insert two holddown brackets in floor 
track. 


Move outbonrd end of seat assembly back and forth along sidewall track 
until aft latch snaps into one of the notches in track, Pull up aft 
lever to lock it, Pull up forward lever. 
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(4) Snap down aft handle on covered leg caacmbly, 


CAUTZON: DO NOT PRESS DOWN THE HANDLE, EXCESS PRESBURE WILL BREAK THE 
HANDLE, 


(5) Guide inboard end of seat assembly buck and forth untii metering pin 
falls into one of the metering holes in seat track and handle 18 held 
down and flush with log. 

(6) Press down inboará forward handle. _ 

(7T) Unlock utility plug from outboard upper edge of seat, 


(8) Open door to receptaele on underside of utility duct, Align utility 
plug with receptaole, and insert plug. 


(9) Lock plug in place ard replace utility shroud, 


C, Remove Passenger Seats (DC-8-60) 

(1) Fold seat backa forward and down against seat bottoms, 

(2) Unlock seat track Lock on each rear leg (see Figure 201, view A). 

(3) Push seat fore or aft about 1/2 inch to free sent retaining studs from 
sent tracks, 

(h) Lift seat from seat tracks and relocate sent, or remove as necessary. 

D. Install Passenger Seats (DC-8-60) 

(1) Fola seat backs forward and down against seat bottoms, 

(2) Piace seat assembly over seat tracks at desired location and guide seat 
retaining studs into seat track openings, Ensure seat assembly is 
positioned squarely across seat track axis, 

(3) Position utility box panels in relation to seat rows with front edge 
of door approximately 1/2 inch forward of front edge of seat bottom 
(See 25-25-0) 

(hi Lock aeat track lock on rear legs (see Figure 201, view A). 

(5) Raiae seat back to normal upright position. 

3, Removal/Installation - Seat Bolt (D0-8/8F-50) 
A, Remova Seat Belt 
(1) Grasp opposite ends of red that runs through end loop in seat belt, 
25-2571 : 
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(2) Compresa rod and remove ring at end of cabl» from rod, 


(3) Pull rod out of loop in seat belt. 


(4) Remove seat belt, 


B. Itibtall Seat Bolt 


(1) Position scat belt, 


(2) Insert rod et end of cable in end loop of the seat belt, 


(3) Position ring at ord of cable to cutout in rod, 


(4) Compress rod, insert ring, and release pressure on rod. 


k, Adjusteent/Test - Passenger Seats (DC-8/8F-50) 


A. Adjust Seat Back 


(1) Remove seat cushion. 


(2) Remove tape from accoss hole below seat back contro) button.- 


(3) Push controi button up permitting spring action in seat lock to force 
seat upright as far as possible. 


{4} Loosen jamnuts on forward end of seat lock and adjust seat back to 
17 1/2 degrees off vertical, 


(5) Tighten jamnuts, 


(6) Replace tape over access hole, 


(7) Replace sent cushion, 


B, Adjust Seat Locking Mechanism 


.(1) Remove seat cushion. 


(2) Remove tape from seat lock cylinder access hole, 


(3) Toosen soren in lock cylinder lever. 


(4) Position release lever so that lever just contacts rocker arm- 


(5) Tighten locking screw on release lever. 


NOTE? “Kake certain that the center arm rest is completely bottomed in 


Fob 15/68 


the seat, If the seat fails to lock in poaition, repeat steps A 
through E, except tho cylinder release lever should be positioned 
slightly above the rocker arm. 
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BREAKOVER PLATE 
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view A 
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Passenger Santo << Removal/Installation (DC-8-60) 25-83-1 
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(6) Inatali kal over lock cylinder access hole. 
(7) Install seat cushion, 
Q, Adjust Utility Tray 
(1) Remove seat cushion, 
(2) Lower end pull out tray, 


(3) Loosen jemnuts on setscrews in seat structure near ends of tray support 
arme. 


(u) Adjust setscrews until bray is level, 


NOTE: Make certain that both setscrews cre adjusted to support the 
tro tray support arms, 


(5) Tighten two jamnute, 


(6) Replace seat cushion. 
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GADIN ATTENDANTS’ SEATS - DESCRIPTION AND OPERATION 


Desaription 


Three folding seats, for the cabin attendants, are provided in the passen- 
ger compartment in the DC-8-50, The aft facing double seat in the forward 
entrance area ía loentsd on the aft face of the left partition, The for- 
word facing double seat in the aft entrance area is located on the forward 
face òf the aft coatroom. A forward inboard facing single seat is attached 
to the seat track Immediately aft of the lavatory, In the DO-Ür-50 there 
are four folding seats for the atLendnnts, The forward and aft double 
Beats are the same as in the DC-8-50, The forward outboard facing single 
sent is attached to the seat track immediately aft of the lavatory vhile 
the aft forward facing single seat in the aft entrante area is attuched 

to tho forward galley, In the passengerfcargo configuration one of the 
forward double attendants’ seats is attached to the aft face of the 
passenger/eargo divider partition, The aft attendants’ seats are equipped 
with inertia reels and shoulder harnesses, 


Access to the lifevests is obtained oy extending the seat bottom. Four 
linke support the seat bottom and pivot on the &ttaching bolts at each 
end, Tho seat is extended to the seating position by grasping the hand 
grip and pulling the seat bottom away from the partition to which the 
attendants’ seat ig fastened, When the Seat is unoccupied, springs on the 


bottom links retrach the sent bottom to a vertical position and hold it in 
this position, 


2523-2 
CODE 1 


Feb 15/68 Paga 1 


Pelatad la YA. 


ENT EN $ . . 345 PS 
ates ‘re TM 
FIA oe Kus TV. ues 
pum 


nord m o n s x e us n arae — EN E 
DOUGLAS AIRCRAST CO.. HIC. 


BG-A BINTV GHRIEG 


MAINTENANCE MANUAL 


QABIN ATTEHDANTS! SEATS ~ MATNTEHANCE PRACTICES 


is General 


A. Romovel/installation procedures for the forward and aft cabin attendants! 
seats are identical, 


2. Reéemoval/Tristaliation Cavin Attendant! Saabs (See Figure 201.) 


A. Remove Cabin Attendants! Seat 


(1) Unfold ecat bottom and lover to a sitting position to gain access to 
lower attach pointe. 


* 


(2) Hold seat bottom open against spring pressure and remove the two bolt 
assemblies by disconnecting stirrup bar fittings. 


(3) Detach lower ends of acat side frames from floor. 


(4) Remove seat by lifting seat off two upper attaching boit heads through 
slotted holes in seat side frares, 


B. Install Cabin-Attendants' Seat 


(1) Place slotted holes in seat side frames over the bolt heads on the 
partition and lower seat. 


(2) Unfolá seat bottom and sttach seat side frames to floor. 


(3) Hold seat bottom open against spring pressure and install the two seat 
belt assemblies by connecting stirrup bar fittings. R 
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TEMPORARY REVISION 25-36 


FILING INSTRUCTIONS: Insert this Temporary Revision immediately 
following Chapter 25-23-2, CODE 1, Page 
202, Maintenance Practices. 


Retain this Temporary Revision until 
notified to remove it. 


DESCRIPTION AND REASON: This Temporary Revision adds illustration 
of cotter pin installation of lap belt 
attach snap hook. 


EFFECTIVITY: UAL (46084) 
25-23-2 
CODE 1 
Jul 1/93 : Temporary Revision 25-36, Page 1 of 2 
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CABIN ATTENDANTS’ BEAT - MAINTENANCE PRACTICES 


1. Qanern) 
A. Romoval/installation ER for the forward and aft cabin attendante' 
senta are identical, 
2, Removal/1nstalintion » Cabin Attendonte" Benta (See Figura Sot.) 
A. Remove Cabin Attendants! Double Seat 


(1) Unfolá seat bottom and lower to e silting position to gain accasa to 
lower attech points. 


(2) Hold seat bottom onen against spring pressure and remove seat belt 
agsemblies by disconnecting stirrup bar fittings. 


(3) Detach seat side frames from floor. 


(4) Remove forward seat by lifting seat off upper attaching bolt heads 
through slotted holes in seat side frames, 


(5) Remove aft seat upper attachments from partition and remove seat. 
B, Install Cabin Attandants' Double Seat 


(1) To install forward seat, place slotted holes in seat side frames over 
attaching bolt heads on partition ond lower seat. 


(2) Unfold seat bottom and attach seat side frames to floor. 


(3) To install aft seat, place seat against partition and install upper 
attachments, 


(4) Unfold seat bottom and attach seat side frames to floor, 


{5) Hold seat bottom open against spring pressure and install seat belt 
assemblies, 


C, Remove Cabin Attendant Folding-back Seat 
(1) Remove bolts in outboard ends of seat lega, 


(2) Pull up iccking pins on inboard ends of sent legs and remove seat 
from seat track. 
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D. Install Cabin Attendant Folding-back Seat 


(1) Place seat on seat track and position locking pins over holes in track, 


(2) Raise locking pins, place fittings in seat track and release pino, 


NOTE: ais cortain looking pins are properly located in the seat track L 
olen, Y 


(3) Install bolts in outboard enda of seat legs.. 
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CADIN ATTENDANTS! SEAT INERTIA REELS - DESCRIPTION AND OFERATION 


1, Dasoriptlon ] 
A, One inertia reel la installed for each seat facing forward, on tha aft 
side of the partition, The shoulder narnese extends through the partition 
through two cutoute, immediately above the seat back, 


B. A rewind spring loads the belt under an approximate tension of 1 pound at 
any point of extension. The spring containe a locking weohnnian that 
permita free unwinding of the shoulder harness during slow acceleration, 
but automatically locks upon an acceleration of approximately 1 4, 


D. No shoulder harness is provided for the attendant seat facing aft. 


.- 
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CABIN ATTENDANTS ' SEAT INERTIA REELS - MAINTENANCE PRACTICES 


1. Gapóral 
A. Removal and Installation procedures for all inartia reola are identical. 


2, Remoyal/Inataliation Inertia Reel 
A. Remove Reel 
(1) Remove four mounting sorewe from inertia ree}. on aft side of. partition, $ 
. NOTE The top of the inertia reel housing mounts on a braoket and the 
two upper screws aro held by nuts on the forward sido of the 
brackat. ‘The two bottom serews are held by Lëenute mounted 
inside tno partition, 
(2) Pull shoulder harness out of slotted opening ín coatroom partition. 
B, Install Reel 
(1) Place shoulder harness in slotted opening. 


(2) Install four mounting serews. 
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DIVIDER FARTITIOH - DESCRIPTION AND OPERATION 


4, Dagoription i 
Ai Tas divider partition 16 inetslied in tha passenger compartment to separate 


the first-claas passenger area from the bouriat ataa, The partition can be 
installed at various locations in tho compartment, depending on configura» 
tion naquivaranta, The partition consista of a right panel, a left panel, 
a header, and a curtain instelled in the partition doorway. A no-smoking 
and fastonescat=belt sign is incorporated in the ourtain header.  Dighted 
omertzenoy signe are installed on the left or right or both partitions. 


B. Ths partition is readily movable or removable, attached to the seat tracks 
on the bottom, and attached at the top by ball lockpins. The header is 
attached on the partition panels by means of sliding pins on the outboard 
edges of the header. a i 
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DIVIDER PARTITION - DESCRIPTION AND OPERATION 


1. Pagoription 


A. The divider partition la installed in the passenger compartment to separata 
the f£irst-olass passenger araa from the tourist area. The partition can 
de instelled at various locations in tho Gompartment, depending on con- 
figuration requirerente. The partition donsiats of è right panel, a left 
panel, a header, and a seraen installed in the partition doorway, A 

| no-smoKing and faston-sent-belt oign is Incorporated in the serecn header. 
A lighted emergenoy sign is installed in the ceiling over the alele. 


B. The partition ig readily movable or removable, attached to the gent traoks ` 
on dhe bottom, and attached at ths top by bali lookpins. ‘the header 18 


attached to the partition panels by means of sliding pins on the outboard 
edges of the header, 
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Tuo divider partition is installed in tho pascengor compartuent to 
soparate the fivst-olass possengor area from the tourist area, A movable 
partition, incorporating racks, is ingtellod aft of the divider partition: 
Tus partitions san bo installed at various locations in the compartesnt, 
depending on configuration requirorménts, In addition, a pasgenger/oargo 
divider partition can eleo be used when a combined configuration is 
required, The divider and movable partitions consist of a right panel, 

a loft panel, a curtain and curtain header, and a partition header, The 
passengor/cavgo divíder partition consists of a right panel, a left 

panel, end a center panel, The right panel of the paseenger/oargo divider 
partition inoludes u eliding door for passage between the passenger and 
cargo arcad, A no-pnoking and fasten-seat-belt sign is incorporated in 
tbe curtain header, Lighted emergency signo ars installed on the loft 

or right or both partition panels: ‘The paseenger/cargo divider partition 
incorporates a no-smoking, please-fasten-seat-helte sign in the center 
panel, An attendants single or double seat is attached to the forward face 
of the center panel of the passenger/cargo dividar partition. 


ALL partitions are rendily movable or removable. The partitions are 
attached at the bottom to the sent tracks and at tho top by ball loekpins, 
The header is attached on the divider partition by means of slide pins on 
the outboari edges of She header. The header on the movable partition is 
attached in the seme manner, There is no header installed on the 
passenger/cargo divider partition, 


25-24-0 
CODE 3 


Feb 15/68 Pago 1 


tiang ta USA. 


xit lOO y L 
HEAR E P 
po damen am PA 


1. Dotoription ` 


As 


b, 


e, 


D, 


E. 


F. 


G. 


Feb 15/68 | Tage 1 


O T 5 " "TW, T EH S 
uM I HER Zub. E SA E M DELE - DU ` ara QR Le 
^ > Aih vA — Gig ris m m. M T . mr 


EN LM A en a RR 


DOUCIAS AIRCRAFT CO. INC, 


BURNS BATY SERIES 
HAINTINANCE MANUAL 


DIVIDER PARTITION - DESCRIPTION AND OPERATION 


he divider partition is installed in the passenger compartment to separate 
the firateclaca passenger area from the tourist area, The partition con de 
installed at various locations in the compartment, dopanding on configura» 
tion requirements, The partition consists of a right panel, a left panal, 
a header, and a curteln installed in the partition doorway, A no-smoking 
and fastenesentebelt sign is incorporated, in the curtain header, Lighted 
emar&enoy signs are installed on the left or right or both partitiona, 


Th partition is readily movable or removable, attached to the seat tracks 
on the bottom, and attached at the top by ball lockpins. The header is 
attached on the partition panels by means of sliding pins on the outboard 
edges of the header, i E 


The passenger/eargo divider partition separates the cargo area from the 
passenger ares and is designed for 1,5 G cargo lorda, It consista of an 
upper and lower horizontal beam, two center panels, a left and a right 
side panel, end a sliding door in the left side, A forward facing light 
ig mounted in the left side panol, Fairings fill in the gap between the 
side panels and the main cabin sidewalls, 


The upper beam is I-shaped with a reinforcing:cap at each inside corner, 
Adjustable serrated hinged fittings ara bolted to each end of the bean, 
These fittings ín turn are bolted to the upper cargo rub rails, A track 
is providad for the sliding door, 


The lower beam is made from a double channelled extrusion. The tuo channels 
ratnin the lower ends of the center and side panels and the sliding door. 
Special fittings on the bean are used to lock the beam in place in the 

ficor tracks. 


The center panels, header, side panels, and sliding door are fabricated of 
aluminum honeycomh core faced with aluminmin alloy sheeting. The lower enda 
of the panels are retaíned in the forward channel of the lower beam, The 
upper ends are fastened to the forward side of the upper beam with fast» 
eners, The sliding door is retained in the aft channel of the lowar beam 
and tha track on the ieft side of the upper beam, 


The header is attached to the upper forward face of the center and side 
panels by a row of pip-pins, A box on the aft face of the partition 
attaches to and encloses the upper beam. The box contains cold air outlets, 
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oxygen outlets, two stowage bins for oxygen masks, two rending Lights, two 
call ayetom &witehoa, and an llivminatod no gmokipg - pleasg < facten sent 
bolta sign, 


WABHING: THE PARTITION MUST BE DISASSEMBLED BEFORE MOVING PARTITION TO 
ANOTHER LOGATION, ARY ATTEMPT TO LOOSEU AND GLIDE TIE PARTITION 
IN THE FLOOR TRACKS MIONT RESULT IN JIJURY TO PERSONNEL, DAMAGE 
TO THA PARTXTION, GR DAMAGE TO THE AIRCRAFT INTERIOR AMD BUR- 
ROUNDING STRUCTURE, 
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PARTITIONS - DESCRIPTION AND OPERATION 


A i'r ii — — 


1, Dasoriptilon 


A, Tuo partitions ara installed on the right side of the interior to close off 
the areas forward of the passenger scats to galley Work and servica areas, 
One partition ig installed aft of the galley #1 sorvice door facing aft. 
‘ne other partition is installed aft of galley #5 service door, facing af b, 
and containa a double cabin attendent'a folding- type seat equippad with seat 
bolts and inerbia-type shoulder hnrnescos, The seat is on the forward face 
of the partition, r 


B, Two windsoreens are installed at tha passenger entrance doors, one at the 
forward door and one at the aft door, The :reens attach to the floor seat 
tracks and ceiling panels and are easily removed, 


Q. A movable transverse partition structural provisione are provided st three 


stationg in mid forward cabin to permit future installation of the movable 
partition as desired, 
L 


— 
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DIVIDER PARTITION - MAINTENANCE PRACTICES 


1. RemoveJ/Installation Divider Partition 


NOTÉ 1 Removal/instaliation procedures for the right and left partition 


panels are identical, 


A. Remove Divider Partition 


(1) 
(2) 
(3) 


(4) 
(5) 


(6) 


(7) 
(8) 


Open oirouit breaker, located on the EPC circuit breaker panel, for 
passenger warning signs. Tag and safety circuit breaker. 


Disconnect electrical leads to passenger warning sign on curtain 
header or on p&xtitions. 


Disconnect electrical connector in recess in panel upper outboard edge, 
and pull wire leading from stowago rack from panel. 


Remove curtain and curtain header. 


Unloak seat track attachzents on each leg of partition panel by rotating 
looking pin to release. 


Open access doors on upper edge of partition panel and pull bail looking 
pins dom to disengage pins from header holes. 


Lift panel from seat track and remove panel. 


Retract header attaching pins on outboard edge of header and remove 
header. 


B. Install Divider Partition 


(1) 
(2) 
(3) 


(4) 
(5) 


Jan 1/67 


Place header in installed position and insert attaching pins into 
mounting holes behind the dove lights at outboard edges of the header. 


Place panel in upright position beneath header ensuring that panel 42 in 
vertical position and that seat track attachments are inserted in seat 
tracks properly. 


Insert ball lockpins in header attachment holes. 
Look dead track attachrenta by rotating Locking pine. 


Insert jumper lead wire from stowage raok into hole in bottom edge of 
panel section over stowage rack; reach into panel from panel outer edge 
and conneot wires and install in clips. 
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Install curtain and curtain header, 


Connect electrical leads to passenger warning sign in curtain header or 
on partitions. 


Close passenger warning sign cirauit breakers on EPO oirouit breaker 
panal, ' 
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DIVIDER PARTITION - MAINTENANCE PRACKICKB 


Renoval/Instellotion Dividor Partition : 


NOTRI Romoval/installation procedures for tho right and loft partition 
panels ara identiaal, 


A. Remove Divider Partition . = 


M 


(1) Open circuit breaker, located on EPC circuit breaker panel, for 
passenger Warning signs. Tag and safety circuit braaker. 


(2) Disaonneat electrical connector in recess in panel uppor cutbosrà adge, 
and pull wire leading from stowage rack from penel, 


(3) Remove screen and screen header. 


(hi Loosen two stop assemblies between header and partition and loosen atop 
agpeably between divider partition and ov2rhead stowage racke. 


| (5) Unlock sest track attachments on each leg of partition panel by rotating 
locking pin to release. 


i (6) Open acoesa doors on upper edge of partition panel and pull ball lock- 
ing pins down to disengage pins from header holes. 


| (1) Lift panel from seat track and remove panel. 


| (8) Retraot header attaohing pins on outboard edge of header and remove 
header. 


P, Inatall Divider Partition 


(1) Place header in installed position and insert attaching pine into 
mounting holes behind cove lighta at outboard edges of header, 


(2) Place panel in upright position beneath header ensuring that panel ig 
in vertical position and that sent track attachments are inserted. in 
gent tracks properly. 


(3) Insert ball lockpins in header attachment hoias. 
(4) Lock seat track attachments by rotating locking pina. 


(5) Insert, jumper lead wire fron stowage rack into hole in bottom edge of 
panel scotlon over stowage rack; reach into panel from panel outer 
edge and connoot wires and ingtsll in clips. Stow exoess wire in the 
overhead rank» 
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(6) Inotall soreen and soroen header, 


(7) Adjust two stop assenblias from header to contact uppor surface of 
divider partition and atop asesabiy batween divider partition and 
overhead stowage rack, 


| (0) Olosa passenger warning siga airauit breskera on KFC circuit branker 
panel, 
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DIVIDER PARTITIONS - MAIMGENANCE PRACTICES 


1. geneya 
A. The passenger/cargo divider partition consiste of three panels (one panel 
incorporating a sliding door) joined by a support beam on the forward face 
of the partition, When assembling, the partition panels are placed in a 
channel on the floor and positioned in n vertical plane. 


P. Removal / Instal lat ion procedures for the right aná left divider partition 
panele are identical, 


2. Removal/Installation Divide» Partition 
A. Remove Divider Partition 


(1) Open circuit breaker, located on the EPC circuit breaker panel, for 
passenger warning signs. Tag and safety circuit breaker. 


(2) Disconnect electrical leads to passenger warning eign on curtain header 
or on partitions, 


(3) Disconnect electrical connector in recess in panel upper outboard edge, 
and pull wire leading from stovege rack from panel, 


(4) Remove curtain and curtain header, 


(5) Unlock seat track attachments on each leg of partition panel by rotating 
locking pin to release. 


(6) Open access doors on upper edge of partition panel and pull ball locking 
pins dow to disengage pins from header holes. 


(T) Lift panel from seat track and remove panel, 


(8) Retract header attaching pins on outboard edge of header and remove 
header. 


B. install Divider Partition 


(2) Place header in installed position and insert attaching pins into mownt- 
ing holes behind the cove lights at outboard edges of the header. 


(2) Flace panel in upright position beneath header ensuring that panel ia 
in vertical position and that seat track attachmente are inserted in 
seat tracks properly. 


(3) Insert ball lockpins in header attachment holes. 
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Lock seat track attachments by rotating locking pins. 
Insert jumper lead wire from stowage rack into hole in bottom edge af 
panel section over ntowage rack} reach into panel fron panel outer edge 
and gonneot vireg and install in clips, 
Install curtain and curtain header. 


Connect electrical leads to passenger warning sign in ouvtain header or 
on partitions. 


Close passenger warning sign circult breakers on EPO circuit breaker 
panel. 


3. Removal/Installation - Passenger/Cargo Divider Partition 


A. Remove Passenger/Cargo Divider Partition (Sce Figure 201) 


(1) 


(8) 
(3) 


(4) 


(5) 
(6) 


(7) 
| (8) 


Diaconnect electrical wires, 


CAUTION: MAKE CERTAIN THAT APPLICABLE CIRCUIT BREAKEKS ARE OPEN, TACCED, 
AND SAFETTED. 


Disconnect and cap oxygen lines, 


Disengage camioc fasteners attaching sliding door to rollers and remove 
door, 


Remove rollers from channel in support beam. 
NOTE: Attach rollers to bracket on door for storage purposes, 


Disengage support beam from partition panele by releasing camloc 
fasteners. 


Remove pins securing support beam to fuselage and carefully remove beum, 
CAUTION: THE LENGTH OF THE SUPPORT BRAM AND THE WIDTH OF THE FUSELAGE 
ARE APPROXIMATELY THE SAME DIMENSION, EXERCISE CARE WHEN 
REMOVING THE BEAM TO PREVENT DAMAGE TO THE FUSELAGE SIDEWALLS, 
Fold down ceiling tabs at top of outboard partition panels. 


Disengage vertical lap plates securing the center panel to the outboard 
panels and fold attendant's seat. 


CAUTION: SUPPORT RIGHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALIS, 
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(9) Ranovo center panel floor attaching bolts from floor channel. 
(10) Lift center partition panel and remove. 

(11) 1476 outboard partition panels and remove, 

(12) Remove Floor channel as follows: 


(a) Lift tension button clips from slots in floor channel and move buttons 
until centered in holes in seat tracks. 


(b) Remove floor channel from sent tracks, 
B. Install passenger / cargo Divider Partition (See Figure 201) 


MOTE: Make certain that applicable circuit breakers are open, tagged, and 
sefetied. 


(1) Fasten floor channel to seat tracks as follows: 


(a) Lift tension button clips from slots in floor channel so that buttons 
move freely, 


(b) Insert shear buttons in holes in seat track. 


(0) Insert tension bubtona in holes in sent track and slide buttons aft 
witil tension button clips engage in floor channel siota. 


(2) Unlock camloc fasteners securing ceiling tabs at top of outboard parti- 
tion panels and fold tabs dom. 


(3) Place outboard partition panels in floor channel and slide panels toward 
sidewall until positioned, 


CAUTION: SUPPORT RIGHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE a 
PANELS OR AIRCRAPI SIDEWALLS, 


(4) Place center partition panel in floor channel and support in vertical 
position. 


(5) Inetall floor attaching bolts attaching center partition panel to floor 
l ahannel, 


(6) Engage vertical lap plates securing center partition panel to outboard 
partition panele by rotating aamlos fasteners, 
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(T) Carefully lift support beam into position and insert pina securing bean 


to fuselage fittings. 


CAUTION: THE LENGTH OF THE SUPPORT BEAM AND TIE WIDTH CF THE FUSELAGE 
ARE APPROXIMATELY THE SAME DIMENSION. EXERCISE CARE WHEN 


INSTALLING THE BEAM TO PREVENT DAMAGE TO THE FS ET ACE 
SIDEWALLS. 


(9) Engege all camloc fasteners seouring support beom to all partition panela. 


(9) Place ceiling tabs in position and engage fasteners, 


(10) Check and ensure that seals on outboard partition panels are faired ond 


positioned with edges toward cargo compartuent, 


(11) Place sliding door rollers into track on support beam and ínatall roller 


stops. 


(12) Place end support sliding door in floor channel. 


(13) Engage camloc fasteners on the roller bracket to the fittings on tho 


door. 
(14) Uacap and connect oxygen lines. 
(15) Connect all electrical vireg, 


(16) Close oireuit breekers, 
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JIVIDER AND MOVABLE PARTITIONS + MAINTENANCE PRACTICES 


1. Qenoral 


Ae "Ihe removal or Installation of the partition panelo does not require the 
removal of the haader, however, if necessary to remove the header, both 
partition panalo must first be removed, Ramoval/Installation procedures 
for the left and right partition panele are identical. 

2. Removai/Instnllation Divider Partition 
A. Remove Divider and Movable Partition {See Figurea 201 and 202) 


(1) open circuit breaker, located on the EPC circuit breaker panel, for 
passenger warning signs, Tag and safety circuit breaker. 


(2) Disconneot electrical connector in recess in partition upper outboard 
edge, and pull wire leading from stowage rack from partition. 


(3) Revove curtain and curtain header, 


(4) Unlock Boat track attachments on each leg of partition by rotating 
looking pin to release, 


(5) Open suceso doors on upper forward face of partition panel and puli 
ball locking pins downward to disengage pins from header holes, 


(6) Lift partition from seat track and remove partition, 


{7) Retraot header attaching pins on outboard edge of header and remove 
headar, 


ROTE: It ia not necessary to remove the header except when the Interior 
configuration is changed or when the header ig damaged, 


B. Install Divider ani Movable Partitions (See Figures 201 nnd 202) 


(1) Place header in installed position and insert attaching pins into 
mounting holes behind the cove lights at outboard edges of the header. 


KOTE: This step is omitted if the header has not been removed, 

(2) Place partition panel in upright position beneath header ensuring that 
panel ie in vertical position and that seat-track attachments are 
inserted in seat track properly. 

(3) Insert ball lockpine in header attachment holes. 


{4} Lock seat track attachments by rotating locking pine, 
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C. Remove passenger) Cargo Divider Partition (See ligure 203) 


NOTE: The passenger/cargo divider partition consists of three panela 


(2) 


(2) 
(3) 


(7) 
(8) 
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Insert Jumper lead wire from stowage rack into hole in bottom edge of 
panel section over stowage rack; reach into panel from panel outer edge 
end connect wires and inetal) in clips, 

Install curtain and curtain header, 


Connect electrical leads to passenger. warning sign in curtain header or 
on partitions, 


Glose passenger warning siga circuit treaker on EPC circuit breaker 
panel, Ri 


joined by & support beam on the forward face of tha partition. 
Wan assembling, the partition panels are placed in a channel on 
the floor and positioned in a vertical plane. 

Disconnect electrical vires. 


CAUTICH: MAKE CERTAIN THAT APPLICABLE CIRCUIT BREAKERS ARE OPEN, TAOGED, 
AND SAFETIED. ` ` 


Disconnect aná cap oxygen lines. 


Disengage comloc fasteners attaching sliding door to rollers and remove 
door. 


Remove rollers from channel in support bean. 
NOTE: Attach rollers to bracket on door for storage purposes. 


Disengage support beam from partition panels by releasing camloc 
fasteners, s 


Remove pins securing support benm to fuselage and carefully remove bean. 
CAUTION: ‘THE LENGTH OF THE SUPPORT BEAM AND THE WIDTH OF THE FUSELAGE 
ARE APPROXIMATELY THE SAME DIMSHSION. EXERCISE CARE WHEN 
REMOVING THE BEAM TO PREVENT DAMAGE TO THE FUSELAGE SIDEMALIS. 
Fold down ceiling tabs at top of outboard partition panels, 


Disengage vertical lap plates securing the center panel to the outboard 
panels and fold attendant's sent, 


GAUIKON: SUPPORT RIGHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE TO 
: PANELS OR AIRORAFT SIDEWALLS. 
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(9) Remove center panel floor attaching bolts from floor channel, 
(10) Life center partition panel and remove. 
(11) Lift outbosi partition panele and remove, 
(19) Remove Floor channel ae followot 


la) Lift tension button olips from giots in floor channel and move buttons 
until oentercá in holes in seat tracks, 


(b) Remove floor channel from seat tracks. 
D. “notall Paacenger/Cargo Divider Partition (Beo Figure 201) 


NOTE: ae that applicable ciroult breakers are open, tagged, and 
safetiad, 


(1) Fasten floor channel to seat tracks as follows: 


(a) Lift tension button clips from slots in floor channel ao that buttons 
move freely, 


(b) Insert shear buttone in holes in seat track. 


(a) Insert tension buttons in holes in seat track and slide buttons aft 
until tension button clips engage in floor channel slots. 


(2) Unlock canloe fasteners securing ceiling tabs at top of outboard parti- 
tion panels and fold tabs dom. 


(3) Place outboard partition panele in floor channel and slide panels toward 
sidewall until positioned. 


CAUTION: SUPPORT RIGHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALLS, 


(h) Place center partition panel in floor channel and support in vertical 
position. 


{5) Install floor attaching bolts attaching center partition panel to floor 
channel, 


. (6) Engage vertical lap plates securing center partition panel to outboard 
partition panels by rotating camice fasteners. 
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(7) Carefully lift support beam Into position and insert pins scouring 
beam to fuselage fittings. 


GAUTTON: THE LENGTH OF THE SUPPORT BEAM AND TUR HIDIM OF BIE FUSELAGE , 
ARE APPROXIMATELY THE SAME DIMENSION, WISE DARE WHEN 
ea THE BEAM TO PREVENT DAMAGE TO THE FUSELAGE 
BI à 


(8) Engage all eamloo fastenera seouring support beam to all partition pancis. 
(9) Place ceiling tabs in position end engage fasteners, 


(10) Oheck and ensure that reale on outboard partition panels are faired and 
positioned with edges toward cargo compartment, 


{11) Place sliding door rollers into track on support beam and inotall roller 
stops. 


(12) Place and support sliding door in floor channel. 

(13) Engage camloce fasteners on the roller bracket to the fittings on the door. 
(14) Uncap end connect oxygen lines. 

(15) Connect all electrical wires, 


(16) Close circuit breakers. 
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1, Qeneral 


A. The passenger/eargo divider partition consists of three panela (one panel 
incorporating a sliding door) joined by a support beam on the forward face 
of the partition. When aesnembling, the partition panels are placed in a 
channel on the floor and positioned in a vertical plane. 
2. Remova!/ Instal lation a _ Passenger/Cargo Divide» Partition 
A. Remove Passenger/Cargo Divider Partition (see Figure 201) 
(1) Disconnect electrical wires, ` 


CAUTION: HAKE CERTAIN THAT APPLICABLE CIRCUIT BREAKERS ARE OPEN, TAGGED, 
AND SAFFTIED, 


(2) Disconnect and cap oxygen lines. 


(3) Bisengago camloc fasteners attaching sliding door to rollers and remove 
door. 


(4) Remove rollers fron channel in support beam. 
NOTE: Attach rollers to bracket on door for storage purposes, 


(5) Disengage support beam from partition panels by releasing camloc 
fasteners. 


(6) Remove pins securing support beam to fuselage and carefully remove beam. 
CAUTION: THE LENGTH OF THE SUPPORT BEAM AND THE WIDTH OF THE FUSELAGE 
ARE APPROXIMATELY THE SAME DIMENSION, EXERCISE CARE WHEN 
REMOVING THE BEAM TO PREVENT DAMAGE TO THE FUSELAGE SIDEWALIS. 
(T) Foià down ceiling tabs at top of outboard partition panels, 


(8) Disengage vertical lap plates seeuring the center panel to the outboard 
panela and fold attendant's seat. 


CAUTION: SUPPORT RICHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALLS, 


(9) Remove center panel floor attacning bolts from floor channel, 
(10) Lift center partition panel and remove. 
(11) Lift outboard partition panels and remove. 
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(12) Remove Floor channel au follows: 


fa) Lift tenoton button clips from slote in floor channel and move buttons 
until centered in holes in seat tracks. 


(b) Remove floor channo from seat traoks. 
B, Inetall Paseongox/Cargo Divider Partition (See Figure 201) 


HOTRi Ween 9 that applicable ciroult breakers aro open, tagged, and 
ga etie à 


(1) Fasten floor channel to seat tracks ag follows: 


(a) Lift tension button clips from slots in floor channel so that buttons 
nove freely. 


(b) Insert shear buttons in holes in seat track. 


(o) Insert tension buttons in holes in seat track and slide buttons aft 
until tension button clips engage in floor channel slots. 


(2) Unlcak camloc fasteners securing ceiling tabs at top of outboard parti- 
-tion panels and fold tabs dom. 


(3] Piace outboard partition panels in floor channel and slide panels toward . 
sidewall until positioned, 


CAUTION: SUPPORT RIGHT AUD LEFT PARTITION PANELS ‘TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALLS. 


(4) Place center partition panel in floor channel and support in vertical 
position, 


(5) Install floor attaching bolts attaching center partition panel to floor 
channel. 


(6) Engage vertical lap plates securing center partition panel to outboard 
partition panels by rotating camloc fastenérs. 


(7) Carefully lift support beam into position and insert pins securing beam 
to fuselage fittings, 


CAUTION: THE LENGTH OF THE SUPPORT SEAN AND THE WIDTH OF THE FUSELAGE 
ARE APPROXIMATELY THE SAME DIMENSION, EXERCISE CARE WHEN 
INSTALLING THE BEAM TO PREVENT DAMAGE TO THE FUSELAGE SIDEWALLS, 
(8) gage all camloc fasteners securing support beam to all partition panels, 


(9) Place ceiling tabs in position and engage fasteners. 


Faga £04 " Feb 15/68 


DOUGLAS AIRCRAFT co., INE, 


LIE +S gr SERIES 
RAINIENANCE AANVAL 


(20) Check and ensure that scale on outboard partition panels are faired and 
positioned with edges toward cargo compartment. 


(13) Place sliding door roilers into track on support beam and install roller 
stops. 


(22) Place and support sliding door in floor channel. 

(23) Engage comloc fasteners on the roller bracket to the fittings on the door. 
(14) Uncap and connect oxygen lines. 

(13) Conneot all electrical wires. 


(16) Close circuit breakers. 
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DIVIDER PARTITIONS - MAINTENANCE PRACTICES 


1. Qanaral 
A, The be- 9/8 -50 utilizes two types of partitions, a class divider partition 
and a passenger / cargo divider partition, The DC-8«60 has only the class 
divider partition, wo men are required to remove and install the parti. 
tions, Removal and installation procedures are simitar, 
2. Tools and Equipment Required 


A, A large right angle (90 degrees) rade of wood or other suitable material, 


3, Removal/Instellation Partitions 
A. Remove Class Divider Partition (DC-8/8P-50) 


(1) Open passenger warring signs and annunciator circuit breakers located 
on de bus section of the circuit breaker panel in flight compartment. 


WARNING: TAG ALD SAFETY CIRCUIT BREAKERS (SEE CHAPTER 20). 


(2) Disconnect combination electrical, oxygen, and cold air connector Tron 
utility duct, l 


(3) Cap connections on partition combination connector, 
(h) Remove stowage rack filler panel as follows: 

(a) Loosen two wingnuts. 

(b) Disconnect strap from bracket. 

(e) leone filler panel, 


(5) If passenger warning sign is installed in header, disconnect and cap 
alectrical connector located near partition-tocheader attach pins. 


(6) Remove two attach pins from partition-to-header attach points. 


(7) Disengage partition attach bracket from seat sideyall track by moving 
lever arm at bottom of bracket down and oubboard. 


(8) Pull out knob that retains partition-to-floor attach pin and then move 
it up to disengage partition from floor seat track. 
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(9) Hove bottom of partition inboard until 8 is free of header, and 
then remove partition. 


CAUTION: DE CAREFUL WHEN REMOVING TIE PARTITION TO AVOXD SCRAPING 
- STOWAGE RACK RAH; AND UTILITY DUCT, 


(10) Remove header as follows; 
(a) Lover cove light cover on both sides of airplane {PC-8-50 only). 
(>) Support header and disengage two attach pins, 


(c) Remove header, 


CAUTION: BE CAREFUL WHEN REMOVING HEADER TO AVOID DAMAGING LIGHT 
FIXTURES AND CEILING PANELS, 


B. Install Class Divider Partition (DC-8/8F-50) 
(1) Make certain circuit breakers called out in paragraph 3.4,(1) are open. 
(2) Instali hesder as follows: 
(a) Lower cove light covers on toth sides of airplane (DC-8-50 only), 
(b) Líne up attach points and engage attach pins. 


'* CAUTION; DE CAREFUL WHEN INSTALLING HEADER TO AVOID DAMAGING LIGHT 
FIXTURES AND CEILING PANELS, 


(3) Adjust adjusting pad out 3/4 inch, 


(4). Place partition in position so that pins on top of oe nate 
with holes in bottom of header, 


CAUTION: BE CAREFUL WHEN INSTALLING PARTITION TO AVOID SCRAPING STOWAJE 
RACK RAIL AND UTILITY DUCT, 


(5) Move bottom of partition into position and engage floor seat track with 
partítion-to-fioor. attach pin. 


(6) Engage seat sidewall track with partition ekahp-type bracket. 


NOTE: Tha partition must be installed at right angles to tho floor in 
the fore and aft plane (see paragraph C). 


(7) If warning sign 18 installed in header, remove caps and connect electri- 
cal connector from header to partition. 


(8) Install stowage rack filler panel as follows: 
(8) Place panel in position. 
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(b) Connoct strap to bracket. 
(c) Tighton wingnuts. 


(9) Remove caps from partition combination eleotrionl, oxygen, end cold air 
conneotor and connect it to utility duct connection, 


(30) Cloue circuit breakers, 


| (11) Check that oxygen and eloctrical services aro available at the partition, 
€, Adjustment/Test | 


, 


(1) Inata1l partition so that door hinge and doorjamb are at right angles 
to floor in the fore and aft plane. Use right angle (see paragraph 2) 
to adjust partition to correct angle, 


(2) If partition is not at right angles to floor, move floor track attach-- 
ment forward or aft, ns required, 


(3) Tho left and right partitions must be in the same plene, If they are 
not in line, move sidewall attach bracket forward or aft, as required. 


(h) Adjust pip-pin adjusting knurl so that rubber washer is snug but not 
compressed. 


| D, Remove Passenger/Cargo Divider Partition (DC-8F-50) (see Figure 201) 


CAUTION: A MINIMUM OF THREE MEN IS REQUIRED FOR REMOVAL AND INSTALLATION OF 
THE UPPER BEAM, ALI OTHER OPERATIONS CAN BE PERFORMED BY TWO MEN, 


(1) Open following circuit breakers: 


— 


— 


Circuit Breaker Circuit Breaker Panel Section 
ANUUNCIATOR D.C BUS 1 
PASSEHQER WARNING SIOhS D-C BUS l 


CARGO COMPARTMENT THROUGH LIGHTS CABIN BUS h 


ENTRANCE, READING, & 
INSIGNIA LIGHTS SECONDARY LIGHTING 


TRAY LIGHTS, RIGHT AFT AFT ELECTRICAL SERVICE PANEL 


WARNING: ‘TAG AND SAFETY THE CIRCUIT BREAKERS (SEE CHAPTER 20). 


(2) Disconnect and cap two electrical connectors, cold air connections, and 
oxygen connections on forward side of right hand fairing. 
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(3) Remove left and right aide falrincs. 

(a) Unanap spring clip from scat sidewall track, 

(b) Free hook fron lower curtain track, and remove fairing, 
(l) Remove row of pipepina and remove header, 
(5) From aft side, remove cabin attendunis' acat (see 25-23-2), 
(6) Remove box assembly as follows 

(a) Open hinged door at bottom of box. 


(b) Reach past door and unlock camlocs securing box supports to upper 
bean, 


(c) Pull box clear and reach up past upper beam at left side and diacon- 
nect electrical connector at work light, and remove box, 


(d) Cap connectors. 


(7) Unlock C-shaped fittings in forward Lip of lower beam by lifting and 
turning aside spring and slide fittings away from panels. 


(8) Unlock camlova securing center and side panels to upper beam, and lift 
paneis out of lower beam slot. 


CAUTION: TAKE CARE TO AVOID DAMAGING TRIM STRIPS BETWEEN PARELS, 
NOTE: Remove panels in sequence, starting at left side. 


(9) Slide door at left side intonrd till free of upper track, and lift out 
of lower beam slot, 


(10) Remove upper beam as follows; 


(a) with ona nan supporting beam in the center, and one man at each end, 
remove bolts securing hinged fittings to left and right rub rails. 


(b) Open hinged fittings, lower beam to clear rub rails, and remove. 
(11) Remove lower beam as follows: 

(a) Unlock buttons by lifting springs clear of slotted holes, 

(b) slide buttons in slots to align with holes in floor track. 


(c) Check to make sure C-shaped fittinga ave forward, and lift beam clear 
of floor tracka, 


* 
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E. Install Pansenyer/Cargo Divider Partition (DC-8F-50) 


(1) Make certain circuit breakers called out in paragraph 3.D.(1) are open, 
(2) Install uppor benm aa follows; 


(a) With one man supporting beam in conter, and one at each end, close 


hinged fittings over left and right rub rails and inatail and tighten 
attach bolts. 


(b) Check index lines on hinged fittings. If not aligned, loosen bolta 
attaching fittings to beam, and slide beam to left or right to align 
indexes, Tighten attach bolts. 


NOTE: If index lines on one or both fittings are not aligned, the 
beam is not in proper position, and difficulty will be encoun- 
tered when installing panels, 

(3) Install lover beam and center and side panels as follows: 
(a) Place buttons on bcttom of bean in holes in floor track. 


NOTE: The center vertical leg of the lower bear extrusion must be ín 


the same horizontal plane as the forward edge of the upper 
beam, 


(b) Lock buttons in lower beam by depressing springs into alotted holes. 


(c) Place panels in forward slot of lower beam and seeure to upper beam 
with camloes. 


CAUTIOH: TAKE CARE TO AVOID DAVAGING TRIM STRIPS BETWEEN PANELS, 
HOTE: Install panels in sequence, starting at right side. 


(A) Slide C-shaped fittings forward against panels and depress springs 
into position to leck fittings. 


(4) Place door in lower beam center slot inboard of the end of the upper 
track, and slide door outboard, 


(5) Install box assembly as follows: 
(a) Uncap and connect electrical connector to work light. 


(v) Faaten camiocs securing box supports to upper beam. 


(c) Close hinged door. 
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(6) Install left and right side fairings. 


(a) Engage hook with lower curtain track, and anap spring clip over seat 
sidewalì track, 


(1) Install cabin attendants! seat (sce 25-23-2), 


(8) From the forward side of the partition, install header and gecure it 
with pip-pins. 


.(9) Remove caps and connect two olectriaal connectors, cold air connections, 
and oxygen connections on forward side of right hand fairing. 


(10) Close circuit breakers, 
| (11) Check that oxygen and electrical services are available at the partition, 
P, Remove Cleas Divider Partition (DC-8-60) (see Figure 202) 


NOTE! Removal procedures for the right and left partition panels are 
identical, 


(1) Open circuit breaker, lecated cn the EPC oireult breaker panel, for 
passenger warning signa. Tag and safety circuit breaker, 


(2) Disconnect electrical lends tu passenger warning sign on curtain header 
er on partitions. ' 


(3) Diaconnect electrical connector in recess in panel upper outboard edge, 
and pull wire leading freu. s&cvage rack from panel. 


(M) Remove curtain and curtain header. 


(5) Unlock seat track attachments cn each leg of partition panel by rotating 
locking pin to release, ` 


(6) Cpen access doors on upper edge of partition panel and pull ball locking 
pins down to disengage pins frcm header holes. 


(7) LAft panel from seat track and remove panel, 


. (8) Retract header attaching pins cr outboard edge of header and remove 
header. È 


- 


| 6.- Install Divider Partition (DC-8-60) (see Figure 202) 


Hei: Installation procedures for the right and left partition panels 
are identical, 


(1) Place header in installed positici ard insert attaching pins into 
mounting holes behind tne cove livhta at outboard edges of the header, 


(2) Place panel in upright position beneath hender ensuring that panel is 
in vertica) position and that seat track attachments are inserted in 
seat tracks properly. 
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(3) Insert ball lockpins in heoder attachment holes. 

(u) Lock seat track attuchmenta by rotating locking pins. 

(5) Insert jumpor lead wiro from stowage rack into hole in bottom edge of 
panel soction over atowage rack; reach into panel from panel outer edge 
aná connect vires and install in clips. 

(6) Install curtain and curtain header, 


(7) Connect electrical leads to passenger warning sign in curtain header 
or on partitions. 


(8) Close passenger warning sign circuit breakers on EPC circutt breaker 
panel, 
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DIVIDER PARTITIONS - MAINTENANCE PRACTICES 


1. Gonerad 


A. The removal or installation of the divider partition panels doan not 
raquire the removal of the header, however, if necessary to rohova the 
heador, both partition panels must first be removed. Removal/inetalletion 
procedures for tho left and right partition panels are identical. 


2. Removal/Installation Divider Partition 


A, Remove Divider Partition 


(1) Open circuit broskor, located on EPC circuit breaker panel, for passen- 
ger w&rning signs, 


CAUTION: TAG AND SAFETY CIRCUIT BREAKER. ` 


(2) Disconneet electrical connectors. 
(3) Remove curtain from header, 


() open access doors oa upper inboard edge of each partition ond pul) ball . 
locking pina downvard to disengage pins from header, 


(5) Support partition and unlock seat track attachments by rotating locking 
pin to release, 


(6) Blide partition forward or aft and remove partition, 


(7) Retract hoader attaching pins on outboard edge of header and remove 
heater, 


NOTE: It is not necessary to remove the header unless the header is 
damaged. 


B, Install Divider Partition 
(1) Place header in installed position, if removed, end insert attaching 
pine into mounting holos, 


(2) Place partition in upright position under header, ensuring that 
partition 1s in vertical position and that seat track attachments are 
aligned with seat track. 


(3) Lock seat track attachments by rotating lockpina. 
(4) Insert ball lockpina into header attachment holes. 
(5) Connect electrical leads, 

(6) Install curtain in track in header. 

(7) Close passenger warning sign circuit breskera. 
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DIVIDER PARTITION - MAINTENANCE PRACTICES 


1. Goneral 


A, The passenger/cargo divider etna congiata of three paneis (one panal 
incorporating a sliding door} joined by a support beam on the forward face 
of the partition, When assembling, the partition panels ere placed in a 
channel on the floor and positioned in a vertical plene, 

B, Rettoval/inetallation procedures for the right and left class divider parti 
tion panels are identical, 

2, Rezovel/Inetallation Divider Partition 
A. Remove Divider Partition 


(1) Open circuit breaker, located on BPC circuit breaker panel, for passengar 
warning signs. Tag and safety circuit breaker. 


(2) Disconnect electricel leads to passenger warning sign on curtain header 
or on partitions. 


(3) Disconnect electrical connector in recess in panel upper outboard edge, 
and pull wire leading from stowage rack from panel. 


{4) Remove curtain and curtain header. 


(5) Unlock seat track attachments on each leg of partition panel by rotating 
locking pin to release, 


(6) Open access doors on upper edge of partition panel and puli ball locking 
pine down to disengage pins from header holes, 


(7) Lift panel from seat track end remove panel. 


(8) Retract header attaching pina on outboard edge of header and remove 
header, 


B, Instali Divider Partition 


(1) Place header in installed position and insert attaching pins into nount- 
ing holes behind cove lights et outboard edges of header, 


(2) Place panel in upright position beneath header ensuring that panel is in 
vertical position end that seat track attachments are inserted in seat 
tracks properly. 

(3) Insert ball lockpins in header attachment holes, 

(h) Lock seat track attachments by rotating locking pins. 
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(5) Insert jumper lead wire from stowage rack into hole in botton edge of 
pene], section over stowage rack; raach into panel from panel outer edge 
end connect wires and install in clips, 

Le Install curtain ond curtain header. 


7) Connact olootrioal leada to passenger varning sign in curtain header o» 
on partitions, 


(8) Close paesenger warning sign circuit breakerg on EPG circuit breaker 
panel, 
3. Removel/Installation Passenger/Cargo Divider Partition 
A. Remove Passenger/Cavgo Divider Partition (8e0 Figure 201.) 


(1) Disconnect eleotrical vires. 


CAUTION: HAKE CERTAIN THAT APPLICABLE CIRCUIT BREAKERS ARE OPEN, TAGGED, 


AND SAFETIED, 


(2) Disconnect end cap oxygen lines. 


{3} Disengage camloe fastenero attaching nliding door to rollers and remove 
door. 


(4) Remove rollers from channel in support deen. 
NOTE: Attach rollers to bracket on door for storage purposes, 


(5) Disengage avpport beam from partition panels by releasing eanl oo 
fasteners, 


(6) Remove pins securing support beam to fuaglage and carefully remove beam, 


CAUTION: LENGTH OF SUPPORT BEAM AND WIDTH OF FUSELAGE ARE APPROXIMATELY 
SAME DIMENSION. EXERCISE CARE WHEN REMOVING BEAM TO PREVENT 
DAMAGE TO FUSELAGE SIDEWALLS, 


(7) Fold down ceiling tabs at top of outboard partition panels. 


(8) Disongage vertical lap platos securing center panel to outboard panels 
and fold attendant's seat. 


+ 


ÇAUTXON: SUPPORT RIGHT AND LEST PARTITION PANELS TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALLS. 


(9) Remove center panel floor attaching bolts from floor channel. 


(16) Lift center partition panel and remove. 
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(11) Lift outboard partition panels and remove, 
(12) Remove floor channel an follows: 


(a) Lift tension button chips from slots in floor channel ond moya buttona 
until centered in holes in seat tracks. 


(b) Remove floor channel fron seat tracks, 
B, Inotail Pessenger/ Cargo Divider Partition (Bee Figure 201.) 


NOTE: Make certain that applicable circuit breakers are open, tagged, and 
nafetled. 


(1) Fasten floor channel to seat tracka as fol los! 


(a) Lift tension button clips from slots in floor channel so that buttons 
move fraely, 


(0) Insert ehear buttons in holes in seat track. 


(c) Insert tension buttons in holes in seab track and slide buttons aft 
until tension button clipa engage in floor channel slots. 


(2) Unlock eamioo fasteners securing ceiling tabs at top of outboard parti- 
tion panels end fold tabe down. 


(3) Place outboard partition panels in floor channel and slide panels toward 
Bidewell until positioned, 


AUTION: SUPPORT RIGHT AND LEFT PARTITION PANELS TO PREVENT DAMAGE TO 
PANELS OR AIRCRAFT SIDEWALLS, 


(u) Place center partition panel in floor channel aud support in vertical 
position, 


(5) Instali floor attaching bolts attaching center partition panel to floor 
channel, 


(6) Engage vertical lap plates securing center partition panel to outboard 
partition panels by rotating camloc festenera. 


(1) Carefully lift support beam into position and insert ping securing beam 
to fuselage fittings, 


CAUTION: LENGTH OF THE SUPPORT BEAM AND WIDTH OF FUSELAGE ARE APPROXI- 
MATELY SAME DIMENSION. EXERCISE CARE WHEN IUSTALLING BEAM TO 
PREVENT DAMAGE TO FUSELAGE SIDEWALLS. 


{8) Engage all camloc fasteners securing support beam to all partition 
panels, 
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Place ceiling tabs in position and engage fantenora, 


Check aná ensura that senla on outbosrd partition pohare are fairad and 
positioned with edges toward cargo conpartment, 


Place sliding door rollere into track on support bean and install voller 
stops. 


Place and support sliding door in floor channel. 

Engage camloe faatencra on roller bracket to fittings on door. 
Uncap and connect oxygen inos. 

Connect all electrical wires, 


Close circuit breakers, 
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PARTITIONS - MAINTENANCE PRACTICES 


l. Removal/Installation 
A. Removal Partitions 


(1) Lover folddown attendant's seat and remove attachments from base of saat 
legs (seo Figure 201). Aft R/H partition only, 


NOTE: Removal/Installation procedures for forward and aft partitions 


are similar and text applies to both, except forward partition 
hee no seat. 


(2) Unlock latehea and/or remove attachments at partition base and slide 


bottom of partition forward or aft approximately 1/2 inch to free latch 
from seat track, : 


(3) Quin access to upper partition attachments through ceiling panei doors 
and remove attachments. 


(4) Slide partition inboard until sidewall pins clear their receptacle holes. 
(5) Remove partition and attendant seat. 


B. Installation - Partitions 


(1) Place partition into position, sliding inboard as sidewall pins go into 
their receptacles. 


(2) Install upper partition attachments and leave loose for now. 

(3) Install latches into sent tracks at lower end of partition and slide 
forward or aft until latch locks ín place, and/or install base attach- 
ments, whichever applies. 

(h) Install seat base attachments, aft R/H partition only. 


(5) Tighten upper partition attachments and close ceiling doors. 
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REMOVABLE SPOHAGE COMPARIMENT - MAINTENANCE PRACTICES 


4. General 


A. ‘The removable stowage (coatroom) compartment te located forvard of the 
forward service door on the right side of the airplane. 


2. Removal/Inatatlation - Removable Storage Compartment 


A, Remove - Btowage Compartaent 


(1) 
(2) 


(3) 


(4) 
(5) 


(19) 


Remove coat hangers. 


Remove curtain from compartment header curtain track by removing stop 
at either end of track. - s 


Remove curtain and tube from bracket on aft face of stowage compartment 
aft partition and from galiey. 


Release camlocs on compartment header and remove header. 
Releace camlocs on compartment shelf and remove shelf and coat rod. 
Unletch floor attachments on compartment aft partition. 


Remove compartment aft partition by sliding partition inboard to release 
sidewall support pins. 


Release bell lockpin attaching compartment forward partition to ceiling. 
Unlatch floor attachments on compartment forward partition. 


Remove compartment forward partition by sliding partition inboard to 
release sidewall support pins. 


B. Install - Stowage Compartment 


(1) 


(2) 
(3) 


(4) 


Support compartment forward partition into position making certain sup- 
port pin on outboard edge of partition is properly seated in sidewall 
support bracket. 


Iatch floor attachments. 


Attach top of compartment forward partition to the ceiling support 
bracket with ball lock pin. - Ñ 


Support compartment aft partition into position making certain support 
pin on outboard edge of partition is properly seated in sidewall support 
bracket, 
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(5) latch floor attachments. 
{6) Place conpartment header into position between the two partitions and 
faston eamloeB, 

(T) Place shelf and coatrod into position and fasten camlocs. 

(8) Install curtain into compartment header curtain track aná replace stop. 

(9) Install ourtain and tube between stowage compartment and galley, 
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Prialad in UA. 


